






Precise Spur Gear motor WEIGHT: 14g(APPROX)

Performance Ranage

Voltage: 1.5~12VDC Security and Safe Industry

Speed: 1~1600rpm Robtics and Automation

Torque: 0.1~8kg.cm Electric Valve

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM12A-03790 1.5-6.0 3.0 790 ≤0.04 695 ≤0.10 0.02 ≤0.41 0.12

ET-SGM12A-03395 1.5-6.0 3.0 395 ≤0.04 346 ≤0.10 0.04 ≤0.41 0.24

ET-SGM12A-03263 1.5-6.0 3.0 263 ≤0.04 219 ≤0.10 0.06 ≤0.41 0.36

ET-SGM12A-03158 1.5-6.0 3.0 158 ≤0.04 131 ≤0.10 0.10 ≤0.41 0.6

ET-SGM12A-03125 1.5-6.0 3.0 125 ≤0.04 99 ≤0.10 0.13 ≤0.41 0.75

ET-SGM12A-0379 1.5-6.0 3.0 79 ≤0.04 61 ≤0.10 0.19 ≤0.41 1.2

ET-SGM12A-0353 1.5-6.0 3.0 53 ≤0.04 40 ≤0.10 0.29 ≤0.41 2.5

ET-SGM12A-0338 1.5-6.0 3.0 38 ≤0.04 29 ≤0.10 0.40 ≤0.41 3

ET-SGM12A-0332 1.5-6.0 3.0 32 ≤0.04 23 ≤0.10 0.47 ≤0.41 3

ET-SGM12A-0327 1.5-6.0 3.0 27 ≤0.04 19 ≤0.10 0.54 ≤0.41 3.6

ET-SGM12A-0323 1.5-6.0 3.0 23 ≤0.04 16 ≤0.10 0.60 ≤0.41 4

ET-SGM12A-0321 1.5-6.0 3.0 21 ≤0.04 14 ≤0.10 0.66 ≤0.41 4.7

ET-SGM12A-0308 1.5-6.0 3.0 8 ≤0.04 5 ≤0.10 1.70 ≤0.41 12

Remarks: 

1. Shaft dimension can be customized, we usually have 4.4mm, 8mm and 10mm stocks

2. The Voltage can be 1.5V, 3V, 4.5V, 5V, 6V, 9V, 12V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

NO LOAD
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WEIGHT: 11g(APPROX)

Performance Ranage

Voltage: 1.5~9VDC Security and Safe Industry

Speed: 1~1600rpm Robtics and Automation

Torque: 0.1~8kg.cm Electric Valve

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM12C-1.507 0.8-3.0 1.5 7.00 ≤0.030 4.8 ≤0.07 0.40 ≤0.70 2.60

ET-SGM12C-1.515 0.8-3.0 1.5 15.00 ≤0.030 10 ≤0.11 0.18 ≤1.0 1.30

ET-SGM12C-0330 1.5-5.0 3.0 30.00 ≤0.040 22 ≤0.15 0.36 ≤1.2 1.80

ET-SGM12C-4545 1.5-6.0 4.5 45.00 ≤0.035 36 ≤0.12 0.52 ≤1.4 2.30

ET-SGM12C-0550 1.5-7.2 5.0 50.00 ≤0.032 40 ≤0.21 0.62 ≤1.8 2.60

ET-SGM12C-0515K 1.5-7.2 5.0 1500.00 ≤0.050 1350 ≤0.21 0.03 ≤1.8 0.12

ET-SGM12C-05750 1.5-7.2 5.0 750.00 ≤0.050 675 ≤0.21 0.05 ≤1.8 0.23

ET-SGM12C-05500 1.5-7.2 5.0 500.00 ≤0.050 405 ≤0.21 0.08 ≤1.8 0.35

ET-SGM12C-05300 1.5-7.2 5.0 300.00 ≤0.050 240 ≤0.21 0.13 ≤1.8 0.54

ET-SGM12C-05150 1.5-7.2 5.0 150.00 ≤0.050 109 ≤0.21 0.23 ≤1.8 0.99

ET-SGM12C-05100 1.5-7.2 5.0 100.00 ≤0.050 72 ≤0.21 0.34 ≤1.8 1.46

ET-SGM12C-0660 1.5-9.0 6.0 60.00 ≤0.035 44 ≤0.25 0.71 ≤1.6 2.80

ET-SGM12C-0696 1.5-9.0 6.0 96.00 ≤0.120 89 ≤0.20 0.40 ≤2.1 3.50

Remarks: 

1. Shaft dimension can be customized, we usually have 4.4mm, 8mm and 10mm stocks

2. The Voltage can be 1.5V, 3V, 4.5V, 5V, 6V, 9V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

MODEL OPERATIO
N RANGE

NOMINAL

VOLTAGE AT STALL
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Rotation Direction can be both CW and CCW
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WEIGHT: 22g(APPROX)

Performance Ranage

Voltage: 1.5~24VDC Security and Safe Industry

Speed: 1~1600rpm Robtics and Automation

Torque: 0.1~11kg.cm Electric Valve

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM13-121200 4.5-13.5 12.0 1200 ≤0.05 1000 ≤0.19 0.1 ≤0.7 0.5

ET-SGM13-12342 4.5-13.5 12.0 342 ≤0.05 274 ≤0.19 0.3 ≤0.7 1.8

ET-SGM13-12190 4.5-13.5 12.0 190 ≤0.05 148 ≤0.19 0.5 ≤0.7 3.2

ET-SGM13-12139 4.5-13.5 12.0 139 ≤0.05 104 ≤0.19 0.7 ≤0.7 4.3

ET-SGM13-12104 4.5-13.5 12.0 104 ≤0.05 76 ≤0.19 0.9 ≤0.7 5.8

ET-SGM13-1280 4.5-13.5 12.0 80 ≤0.05 58 ≤0.19 1.1 ≤0.7 7.5

ET-SGM13-1248 4.5-13.5 12.0 48 ≤0.05 35 ≤0.19 1.8 ≤0.7 11*

ET-SGM13-1233 4.5-13.5 12.0 33 ≤0.05 24 ≤0.19 2.5 ≤0.7 11*

ET-SGM13-07163 1.5-9.0 7.0 163 ≤0.10 93 ≤0.50 0.5 ≤0.9 4.0

ET-SGM13-07119 1.5-9.0 7.0 119 ≤0.10 68 ≤0.50 0.6 ≤0.9 5.3

ET-SGM13-0789 1.5-9.0 7.0 89 ≤0.10 52 ≤0.50 0.8 ≤0.9 6.9

ET-SGM13-0768 1.5-9.0 7.0 68 ≤0.10 31 ≤0.50 1.4 ≤0.9 10*

ET-SGM13-0728.6 1.5-9.0 7.0 28.6 ≤0.10 21 ≤0.50 1.9 ≤0.9 10*

Remarks: 

1. Shaft dimension can be customized, we usually have 4.4mm, 8mm and 10mm stocks

2. The Voltage can be 1.5V, 3V, 4.5V, 5V, 6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

Typical Applications

NO LOAD
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5
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WEIGHT: 24g(APPROX)

Performance Ranage

Voltage: 1.5~24VDC Security and Safe Industry

Speed: 1~1600rpm Robtics and Automation

Torque: 0.1~12kg.cm Electric Valve

UNIT:MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM15A-121200 4.5-13.5 12.0 1200 ≤0.05 1000 ≤0.19 0.08 ≤0.7 0.5

ET-SGM15A-12342 4.5-13.5 12.0 342 ≤0.05 274 ≤0.19 0.28 ≤0.7 1.7

ET-SGM15A-12190 4.5-13.5 12.0 190 ≤0.05 148 ≤0.19 0.5 ≤0.7 3.2

ET-SGM15A-12139 4.5-13.5 12.0 139 ≤0.05 104 ≤0.19 0.65 ≤0.7 4.3

ET-SGM15A-12104 4.5-13.5 12.0 104 ≤0.05 76 ≤0.19 0.88 ≤0.7 5.7

ET-SGM15A-1280 4.5-13.5 12.0 80 ≤0.05 58 ≤0.19 1.1 ≤0.7 7.5

ET-SGM15A-1248 4.5-13.5 12.0 48 ≤0.05 35 ≤0.19 1.8 ≤0.7 12*

ET-SGM15A-1233 4.5-13.5 12.0 33 ≤0.05 24 ≤0.19 2.5 ≤0.7 12*

ET-SGM15A-05163 1.5-9.0 7.0 163 ≤0.10 93 ≤0.50 0.5 ≤0.9 4

ET-SGM15A-05119 1.5-9.0 7.0 119 ≤0.10 68 ≤0.50 0.6 ≤0.9 5

ET-SGM15A-0589 1.5-9.0 7.0 89 ≤0.10 52 ≤0.50 0.8 ≤0.9 7

ET-SGM15A-0768 1.5-9.0 7.0 68 ≤0.10 31 ≤0.50 1.4 ≤0.9 12*

ET-SGM15A-0728.6 1.5-9.0 7.0 28.6 ≤0.10 21 ≤0.50 1.9 ≤0.9 12*

Remarks: 

1. Shaft dimension can be customized, we usually have 4.4mm, 8mm and 10mm stocks

2. The Voltage can be 1.5V, 3V, 4.5V, 5V, 6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

Typical Applications
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±
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Precise Metal Gear Motor    WEIGHT: 45g(APPROX)

Performance Ranage
Voltage: 3~24VDC Security and Safe Industry

Speed: 1~1600rpm Home and office Automation

Torque: 0.2~18kg.cm Equipment and Appratus

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM20A-12650 4.5-13.5 12.0 650 ≤0.05 530 ≤0.16 0.07 ≤0.7 0.8

ET-SGM20A-12520 4.5-13.5 12.0 520 ≤0.05 420 ≤0.16 0.09 ≤0.7 1

ET-SGM20A-12260 4.5-13.5 12.0 260 ≤0.05 210 ≤0.16 0.16 ≤0.7 2

ET-SGM20A-12209 4.5-13.5 12.0 209 ≤0.05 163 ≤0.16 0.19 ≤0.7 2.5

ET-SGM20A-12130 4.5-13.5 12.0 130 ≤0.05 99 ≤0.16 0.3 ≤0.7 4

ET-SGM20A-12105 4.5-13.5 12.0 105 ≤0.05 79 ≤0.16 0.4 ≤0.7 5

ET-SGM20A-1283 4.5-13.5 12.0 83 ≤0.05 62 ≤0.16 0.5 ≤0.7 6.5

ET-SGM20A-1265 4.5-13.5 12.0 65 ≤0.05 47 ≤0.16 0.6 ≤0.7 8

ET-SGM20A-1252 4.5-13.5 12.0 52 ≤0.05 37 ≤0.16 0.7 ≤0.7 10

ET-SGM20A-1242 4.5-13.5 12.0 42 ≤0.05 30 ≤0.16 0.9 ≤0.7 12

ET-SGM20A-1233 4.5-13.5 12.0 33 ≤0.05 23.5 ≤0.16 1.1 ≤0.7 16

ET-SGM20A-1226 4.5-13.5 12.0 26 ≤0.05 18 ≤0.16 1.4 ≤0.7 18*

ET-SGM20A-1221 4.5-13.5 12.0 21 ≤0.05 14 ≤0.16 1.7 ≤0.7 18*

ET-SGM20A-1216 4.5-13.5 12.0 16 ≤0.05 11 ≤0.16 2.1 ≤0.7 18*

ET-SGM20A-1213 4.5-13.5 12.0 13 ≤0.05 8.8 ≤0.16 2.6 ≤0.7 18*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 3V,6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

16 17.5 19 20.5

4 5
250
313
391
488

10
12.5

50
62

AT STALL

 

Gear Ratio Stage

Gear Ratio

Gearbox Length(L)

2 3

195

NO LOAD

25
31

MODEL OPERATIO
N RANGE

NOMINAL

VOLTAGE

78

Typical Applications

100
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156

ETONM MOTOR

AT  RAT ED LOAD

ET-SGM20-A 
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WEIGHT: 35g(APPROX)

Performance Ranage
Voltage: 3~24VDC Security and Safe Industry

Speed: 1~1600rpm Home and office Automation

Torque: 0.2~18kg.cm Equipment and Appratus

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM20B-06480 3.0-9.0 6.0 480 ≤0.05 422 ≤0.16 0.07 ≤0.6 0.5

ET-SGM20B-06384 3.0-9.0 6.0 384 ≤0.05 337 ≤0.16 0.09 ≤0.6 0.6

ET-SGM20B-06192 3.0-9.0 6.0 192 ≤0.05 146 ≤0.16 0.16 ≤0.6 1.1

ET-SGM20B-06155 3.0-9.0 6.0 155 ≤0.05 117 ≤0.16 0.19 ≤0.6 1.3

ET-SGM20B-0696 3.0-9.0 6.0 96 ≤0.05 70 ≤0.16 0.3 ≤0.6 2.2

ET-SGM20B-0677 3.0-9.0 6.0 77 ≤0.05 57 ≤0.16 0.4 ≤0.6 2.7

ET-SGM20B-0661 3.0-9.0 6.0 61 ≤0.05 44 ≤0.16 0.5 ≤0.6 3.4

ET-SGM20B-0648 3.0-9.0 6.0 48 ≤0.05 34 ≤0.16 0.6 ≤0.6 4.4

ET-SGM20B-0638 3.0-9.0 6.0 38 ≤0.05 27 ≤0.16 0.7 ≤0.6 5.5

ET-SGM20B-0631 3.0-9.0 6.0 31 ≤0.05 22 ≤0.16 0.9 ≤0.6 6.8

ET-SGM20B-0625 3.0-9.0 6.0 25 ≤0.05 7 ≤0.16 1.1 ≤0.6 8.5

ET-SGM20B-0613 3.0-9.0 6.0 13 ≤0.05 13 ≤0.16 1.4 ≤0.6 11

ET-SGM20B-0615 3.0-9.0 6.0 15 ≤0.05 10.5 ≤0.16 1.7 ≤0.6 13

ET-SGM20B-0612 3.0-9.0 6.0 12 ≤0.05 8 ≤0.16 2.1 ≤0.6 17

ET-SGM20B-0610 3.0-9.0 6.0 10 ≤0.05 6.5 ≤0.16 2.6 ≤0.6 18*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 3V,6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

Typical Applications

100
125
156 391

4 5
250
313

16 17.5 19 20.5

488195

12.5
50
62
7825

31

AT STALL

 ET-SGM20-B

Gear Ratio Stage

Gear Ratio

Gearbox Length(L)

2 3

NO LOAD

10

MODEL OPERATIO
N RANGE

NOMINAL

VOLTAGE

ETONM MOTOR

AT  RAT ED LOAD

Precise Metal Gearbox
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WEIGHT: 95g(APPROX)

Performance Ranage
Voltage: 3~24VDC Security and Safe Industry

Speed: 1~1600rpm Beautry and Health Care

Torque: 0.2~20kg.cm Equipment and Appratus

4 5 6 7
57 125 275 603
75 165 362 796
98 217 478 1051

23 25 27 29

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM25A-12400 4.5-13.5 12.0 400 ≤0.04 352 ≤0.16 0.3 ≤0.9 2.3

ET-SGM25A-12300 4.5-13.5 12.0 300 ≤0.04 258 ≤0.16 0.4 ≤0.9 3

ET-SGM25A-12230 4.5-13.5 12.0 230 ≤0.04 180 ≤0.16 0.5 ≤0.9 3.9

ET-SGM25A-12176 4.5-13.5 12.0 176 ≤0.04 137 ≤0.16 0.6 ≤0.9 5.1

ET-SGM25A-12133 4.5-13.5 12.0 133 ≤0.04 103 ≤0.16 0.8 ≤0.9 6.8

ET-SGM25A-12105 4.5-13.5 12.0 105 ≤0.04 79 ≤0.16 0.9 ≤0.9 8.6

ET-SGM25A-1280 4.5-13.5 12.0 80 ≤0.04 61 ≤0.16 1.2 ≤0.9 11.3

ET-SGM25A-1261 4.5-13.5 12.0 61 ≤0.04 45 ≤0.16 1.6 ≤0.9 14.7

ET-SGM25A-1248 4.5-13.5 12.0 48 ≤0.04 35 ≤0.16 1.9 ≤0.9 18.8

ET-SGM25A-1236 4.5-13.5 12.0 36 ≤0.04 26 ≤0.16 2.5 ≤0.9 20.0*

ET-SGM25A-1228 4.5-13.5 12.0 28 ≤0.04 20 ≤0.16 3.3 ≤0.9 20.0*

ET-SGM25A-1222 4.5-13.5 12.0 22 ≤0.04 15 ≤0.16 4 ≤0.9 20.0*

ET-SGM25A-1216 4.5-13.5 12.0 16 ≤0.04 12 ≤0.16 5.3 ≤0.9 20.0*

ET-SGM25A-1213 4.5-13.5 12.0 13 ≤0.04 8.5 ≤0.16 6.8 ≤0.9 20.0*

ET-SGM25A-1210 4.5-13.5 12.0 10 ≤0.04 6.5 ≤0.16 7.8 ≤0.9 20.0*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 3V,6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

Typical Applications

NO LOAD

45

19 21

MODEL OPERATIO
N RANGE

NOMINAL

VOLTAGE AT STALL

 

Gear Ratio Stage

Gear Ratio

Gearbox Length(L)

2 3
15
20

26
34

ETONM MOTOR

AT  RAT ED LOAD

ET-SGM25-A 
Precise Metal Gearbox
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Precise Metal Gearbox     WEIGHT: 74g(APPROX)

Performance Ranage
Voltage: 3~24VDC Security and Safe Industry

Speed: 1~1600rpm Home and office Automation

Torque: 0.2~18kg.cm Equipment and Appratus

4 5 6 7
57 125 275 603
75 165 362 796
98 217 478 1051

23 25 27 29

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM25B-12446 1.0-8.0 6.0 446 ≤0.05 393 ≤0.22 0.1 ≤0.6 0.5

ET-SGM25B-12335 1.0-8.0 6.0 335 ≤0.05 295 ≤0.22 0.15 ≤0.6 0.7

ET-SGM25B-12257 1.0-8.0 6.0 257 ≤0.05 213 ≤0.22 0.2 ≤0.6 0.9

ET-SGM25B-12197 1.0-8.0 6.0 197 ≤0.05 163 ≤0.22 0.25 ≤0.6 1.2

ET-SGM25B-12149 1.0-8.0 6.0 149 ≤0.05 124 ≤0.22 0.3 ≤0.6 1.6

ET-SGM25B-12118 1.0-8.0 6.0 118 ≤0.05 93 ≤0.22 0.4 ≤0.6 2.1

ET-SGM25B-1289 1.0-8.0 6.0 89 ≤0.05 71 ≤0.22 0.5 ≤0.6 2.7

ET-SGM25B-1268 1.0-8.0 6.0 68 ≤0.05 54 ≤0.22 0.6 ≤0.6 3.5

ET-SGM25B-1254 1.0-8.0 6.0 54 ≤0.05 41 ≤0.22 0.8 ≤0.6 4.5

ET-SGM25B-1241 1.0-8.0 6.0 41 ≤0.05 31 ≤0.22 1 ≤0.6 5.9

ET-SGM25B-1231 1.0-8.0 6.0 31 ≤0.05 23 ≤0.22 1.3 ≤0.6 7.8

ET-SGM25B-1224 1.0-8.0 6.0 24 ≤0.05 17 ≤0.22 1.5 ≤0.6 9.9

ET-SGM25B-1218 1.0-8.0 6.0 18 ≤0.05 13 ≤0.22 2.1 ≤0.6 13

ET-SGM25B-1214 1.0-8.0 6.0 14 ≤0.05 9.8 ≤0.22 2.7 ≤0.6 17

ET-SGM25B-1211 1.0-8.0 6.0 11 ≤0.05 7 ≤0.22 3.2 ≤0.6 20.0*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 3V,6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605
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34

19 21

AT STALL

 

Gear Ratio Stage

Gear Ratio

Gearbox Length(L)

2 3

NO LOAD

Typical Applications

45
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VOLTAGE

ETONM MOTOR
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   WEIGHT: 95g(APPROX)

Performance Ranage
Voltage: 1.5~24VDC Electronic Lock and Safe

Speed: 1~800rpm Electric Vavle and Acuator

Torque: 0.2~12kg.cm Equipment and Appratus

3 4 7 8
10 21 188 392

27 317 720

UNIT:MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM27-0358 1.3-4.5 3.0 58 ≤0.04 43 ≤0.15 0.15 ≤0.5 0.6

ET-SGM27-0329 1.3-4.5 3.0 29 ≤0.04 22 ≤0.15 0.25 ≤0.5 1.0

ET-SGM27-0314 1.3-4.5 3.0 14 ≤0.04 12 ≤0.15 0.25 ≤0.5 1.9

ET-SGM27-036.4 1.3-4.5 3.0 6.4 ≤0.04 4.8 ≤0.15 1.00 ≤0.5 4.0

ET-SGM27-035.1 1.3-4.5 3.0 5.1 ≤0.04 3.1 ≤0.15 1.00 ≤0.5 2.5

ET-SGM27-06120 3.0-9.0 6.0 120 ≤0.05 97 ≤0.18 0.25 ≤0.8 1.3

ET-SGM27-0658 3.0-9.0 6.0 58 ≤0.05 44 ≤0.18 0.50 ≤0.8 2.0

ET-SGM27-0628 3.0-9.0 6.0 28 ≤0.05 21 ≤0.18 1.00 ≤0.8 4.0

ET-SGM27-0614 3.0-9.0 6.0 14 ≤0.05 10 ≤0.18 2.00 ≤0.8 8.0

ET-SGM27-066.5 3.0-9.0 6.0 6.5 ≤0.05 5.9 ≤0.18 3.50 ≤0.5 10.0

ET-SGM27-0622 3.0-9.0 6.0 22 ≤0.05 18 ≤0.15 0.45 ≤0.5 2.5

ET-SGM27-0610.5 3.0-9.0 6.0 10.5 ≤0.05 8.6 ≤0.15 1.00 ≤0.5 5.8

ET-SGM27-0608 3.0-9.0 6.0 8 ≤0.05 5.5 ≤0.15 1.00 ≤0.5 3.2

ET-SGM27-1228 6.0-15.0 12.0 28 ≤0.05 21 ≤0.12 0.75 ≤0.5 2.8

ET-SGM27-126.3 6.0-15.0 12.0 6.3 ≤0.05 5 ≤0.12 3.00 ≤0.5 11.0

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 3V, 6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

6
43
61

AT STALL

 

Gear Ratio Stage

Gear Ratio

Gearbox Length(L)

5

NO LOAD

MODEL OPERATION
RANGE

NOMINAL

VOLTAGE

Typical Applications

90
139

25

ETONM MOTOR

AT  RAT ED LOAD

ET-SGM27
Precise Metal Gearbox

9



   WEIGHT: 180g(APPROX)

Performance Ranage
Voltage: 6~24VDC House-hold Appliance

Speed: 1~1200rpm Auto and Integent Cleaner

Torque: 0.5~40kg.cm Vending and Banking System

UNIT: MM 

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM30A-24600 12.0-28.0 24.0 600 ≤0.07 450 ≤0.3 0.6 ≤1.2 2.6

ET-SGM30A-24300 12.0-28.0 24.0 300 ≤0.07 225 ≤0.3 1.0 ≤1.2 4.6

ET-SGM30A-24200 12.0-28.0 24.0 200 ≤0.07 150 ≤0.3 1.5 ≤1.2 7.0

ET-SGM30A-24100 12.0-28.0 24.0 100 ≤0.07 75 ≤0.3 2.7 ≤1.2 14.0

ET-SGM30A-2466 12.0-28.0 24.0 66 ≤0.07 50 ≤0.3 4.0 ≤1.2 18.0

ET-SGM30A-2460 12.0-28.0 24.0 60 ≤0.07 45 ≤0.3 4.5 ≤1.2 20.0

ET-SGM30A-2450 12.0-28.0 24.0 50 ≤0.07 37.5 ≤0.3 5.0 ≤1.2 22.0

ET-SGM30A-2433 12.0-28.0 24.0 33 ≤0.07 25 ≤0.3 7.5 ≤1.2 34.0

ET-SGM30A-2422 12.0-28.0 24.0 22 ≤0.07 17 ≤0.3 10* ≤1.2 40*

ET-SGM30A-2420 12.0-28.0 24.0 20 ≤0.07 15 ≤0.3 10* ≤1.2 40*

ET-SGM30A-1230 6.0-14.0 12.0 30 ≤0.05 22.5 ≤0.18 1.9 ≤0.8 9.5

ET-SGM30A-1225 6.0-14.0 12.0 25 ≤0.05 18.7 ≤0.18 2.0 ≤0.8 11.0

ET-SGM30A-1217 6.0-14.0 12.0 17 ≤0.05 12.5 ≤0.18 3.2 ≤0.8 16.0

ET-SGM30A-1211 6.0-14.0 12.0 11 ≤0.05 8.3 ≤0.18 4.8 ≤0.8 24.0

ET-SGM30A-1210 6.0-14.0 12.0 10 ≤0.05 7.5 ≤0.18 5.3 ≤0.8 26.0

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

Typical Applications

60
90
100

5
120
180
270

4

Gearbox Length(L)

3

NO LOAD

MODEL OPERATION
RANGE

NOMINAL

VOLTAGE

2
10

 ET-SGM30-A

Gear Ratio Stage

Gear Ratio

20
30

AT STALL

300

ETONM MOTOR

AT  RAT ED LOAD

Precise Metal Gearbox

10



   WEIGHT: 160g(APPROX)

Performance Ranage
Voltage: 6~24VDC House-hold Appliance

Speed: 1~1200rpm Auto and Integent Cleaner

Torque: 0.5~40kg.cm Vending and Banking System

UNIT: MM 

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM30B-12680 6.0-14.0 12.0 680 ≤0.15 570 ≤0.39 0.28 ≤1.5 1.8

ET-SGM30B-12340 6.0-14.0 12.0 340 ≤0.15 285 ≤0.39 0.51 ≤1.5 3.2

ET-SGM30B-12226 6.0-14.0 12.0 226 ≤0.15 190 ≤0.39 0.76 ≤1.5 4.8

ET-SGM30B-12113 6.0-14.0 12.0 113 ≤0.15 95 ≤0.39 1.40 ≤1.5 8.6

ET-SGM30B-1275 6.0-14.0 12.0 75 ≤0.15 63 ≤0.39 2.00 ≤1.5 12.8

ET-SGM30B-1268 6.0-14.0 12.0 68 ≤0.15 57 ≤0.39 2.30 ≤1.5 14.0

ET-SGM30B-1256.6 6.0-14.0 12.0 56.6 ≤0.15 47.5 ≤0.39 2.50 ≤1.5 15.6

ET-SGM30B-1238 6.0-14.0 12.0 38 ≤0.15 31.6 ≤0.39 3.70 ≤1.5 23.0

ET-SGM30B-1225 6.0-14.0 12.0 25 ≤0.15 21 ≤0.39 5.60 ≤1.5 35.0

ET-SGM30B-1223 6.0-14.0 12.0 23 ≤0.15 19 ≤0.39 6.20 ≤1.5 39.0

ET-SGM30B-0634 6.0-14.0 6.0 34 ≤0.10 28.5 ≤0.25 1.20 ≤1.0 6.3

ET-SGM30B-0628 4.5-9.0 6.0 28 ≤0.10 24 ≤0.25 1.40 ≤1.0 7.0

ET-SGM30B-0619 4.5-9.0 6.0 19 ≤0.10 16 ≤0.25 2.00 ≤1.0 10.5

ET-SGM30B-0612.6 4.5-9.0 6.0 12.6 ≤0.10 10.5 ≤0.25 3.20 ≤1.0 16.0

ET-SGM30B-0611 4.5-9.0 6.0 11 ≤0.10 9.5 ≤0.25 3.50 ≤1.0 18.0

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

2
10

Typical Applications

60
90
100

5
120
180
270

MODEL OPERATION
RANGE

NOMINAL

VOLTAGE AT STALL

 ET-SGM30-B

Gear Ratio Stage

Gear Ratio

Gearbox Length(L)

3

NO LOAD

4
20
30

300

ETONM MOTOR
Precise Metal Gearbox

AT  RAT ED LOAD

11



Precise Metal Gearbox     WEIGHT: 350g(APPROX)

Performance Ranage
Voltage: 6~24VDC Vending and Banking System

Speed: 1~1600rpm Sanitary and Cleaning

Torque: 0.5~90kg.cm Robtics and Equipment

2 3
10 20

30

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM37A-24600 12.0-28.0 24.0 600 ≤0.05 492 ≤0.25 1.6 ≤1.2 8

ET-SGM37A-24300 12.0-28.0 24.0 300 ≤0.05 240 ≤0.25 3.2 ≤1.2 16

ET-SGM37A-24200 12.0-28.0 24.0 200 ≤0.05 160 ≤0.25 4.8 ≤1.2 24

ET-SGM37A-24120 12.0-28.0 24.0 120 ≤0.05 91 ≤0.25 7.5 ≤1.2 40

ET-SGM37A-1285 12.0-28.0 24.0 86 ≤0.05 64 ≤0.25 10.5 ≤1.2 56

ET-SGM37A-2467 12.0-28.0 24.0 67 ≤0.05 50 ≤0.25 13.5 ≤1.2 72

ET-SGM37A-2450 12.0-28.0 24.0 50 ≤0.05 37 ≤0.25 17 ≤1.2 96

ET-SGM37A-2440 12.0-28.0 24.0 40 ≤0.05 29 ≤0.25 22 ≤1.2 100*

ET-SGM37A-2429 12.0-28.0 24.0 29 ≤0.05 21 ≤0.25 30 ≤1.2 100*

ET-SGM37A-2422 12.0-28.0 24.0 22 ≤0.05 15 ≤0.25 38 ≤1.2 100*

ET-SGM37A-2413 12.0-28.0 24.0 13 ≤0.05 9 ≤0.25 40 ≤1.2 100*

ET-SGM37A-2412 12.0-28.0 24.0 12 ≤0.05 8.5 ≤0.25 40 ≤1.2 100*

ET-SGM37A-249.5 12.0-28.0 24.0 9.5 ≤0.05 6 ≤0.25 40 ≤1.2 100*

ET-SGM37A-2407 12.0-28.0 24.0 7 ≤0.05 4.5 ≤0.25 40 ≤1.2 100*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

Typical Applications

70
90

654
50 450

490
630
810

Gear Ratio Stage

Gear Ratio

120
150
210
270

27.5

AT STALL

 

Gearbox Length(L)

NO LOAD

MODEL OPERATIO
N RANGE

NOMINAL

VOLTAGE

22.5

×

ETONM MOTOR

AT  RAT ED LOAD

ET-SGM37-A 

12



   WEIGHT: 200g(APPROX)

Performance Ranage
Voltage: 6~24VDC Vending and Banking System

Speed: 1~1600rpm Sanitary and Cleaning

Torque: 0.5~90kg.cm Robtics and Equipment

2 3
10 20

30

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM37B-24500 12.0-28.0 24.0 500 ≤0.05 400 ≤0.22 1.2 ≤1.2 6

ET-SGM37B-24250 12.0-28.0 24.0 250 ≤0.05 200 ≤0.22 2.4 ≤1.2 12

ET-SGM37B-24167 12.0-28.0 24.0 167 ≤0.05 133 ≤0.22 3.6 ≤1.2 18

ET-SGM37B-24100 12.0-28.0 24.0 100 ≤0.05 78 ≤0.22 5.7 ≤1.2 30

ET-SGM37B-2471 12.0-28.0 24.0 71 ≤0.05 55 ≤0.22 8 ≤1.2 42

ET-SGM37B-2455 12.0-28.0 24.0 55 ≤0.05 42 ≤0.22 10 ≤1.2 54

ET-SGM37B-2442 12.0-28.0 24.0 42 ≤0.05 32 ≤0.22 13 ≤1.2 72

ET-SGM37B-2433 12.0-28.0 24.0 33 ≤0.05 25 ≤0.22 16 ≤1.2 90

ET-SGM37B-2424 12.0-28.0 24.0 24 ≤0.05 18 ≤0.22 23 ≤1.2 100*

ET-SGM37B-2418 12.0-28.0 24.0 18 ≤0.05 13 ≤0.22 29 ≤1.2 100*

ET-SGM37B-2411 12.0-28.0 24.0 11 ≤0.05 8 ≤0.22 40 ≤1.2 100*

ET-SGM37B-2410 12.0-28.0 24.0 10 ≤0.05 7 ≤0.22 40 ≤1.2 100*

ET-SGM37B-2408 12.0-28.0 24.0 8 ≤0.05 5 ≤0.22 40 ≤1.2 100*

ET-SGM37B-2406 12.0-28.0 24.0 6 ≤0.05 4 ≤0.22 40 ≤1.2 100*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

Gear Ratio Stage

Gear Ratio

50

90

AT STALL

 

Gearbox Length(L)

NO LOAD

MODEL OPERATIO
N RANGE

NOMINAL

VOLTAGE

Typical Applications

4 5 6
120 450

70 150 490
210 630
270 810

×

27.522.5

ETONM MOTOR

AT  RAT ED LOAD

ET-SGM37-B
Precise Metal Gearbox
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  WEIGHT: 400g(APPROX)

Performance Ranage
Voltage: 6~24VDC Vending and Banking System

Speed: 1~900rpm Sanitary and Cleaning

Torque: 0.5~100kg.cm Robtics and Equipment

2 3
10 20

30

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM37BLA-12500 10.0-14.0 12.0 500 ≤0.20 400 ≤0.35 1.6 ≤3.5 8

ET-SGM37BLA-12250 10.0-14.0 12.0 250 ≤0.20 200 ≤0.35 3.2 ≤3.5 16

ET-SGM37BLA-12167 10.0-14.0 12.0 167 ≤0.20 133 ≤0.35 4.8 ≤3.5 24

ET-SGM37BLA-12100 10.0-14.0 12.0 100 ≤0.20 78 ≤0.35 7.5 ≤3.5 40

ET-SGM37BLA-1271 10.0-14.0 12.0 71 ≤0.20 55 ≤0.35 10.5 ≤3.5 56

ET-SGM37BLA-1255 10.0-14.0 12.0 55 ≤0.20 42 ≤0.35 13.5 ≤3.5 72

ET-SGM37BLA-1242 10.0-14.0 12.0 42 ≤0.20 32 ≤0.35 17 ≤3.5 96

ET-SGM37BLA-1233 10.0-14.0 12.0 33 ≤0.20 25 ≤0.35 22 ≤3.5 100*

ET-SGM37BLA-1212 10.0-14.0 12.0 12 ≤0.20 18 ≤0.35 30 ≤3.5 100*

ET-SGM37BLA-1218 10.0-14.0 12.0 18 ≤0.20 13 ≤0.35 38 ≤3.5 100*

ET-SGM37BLA-1211 10.0-14.0 12.0 11 ≤0.20 8 ≤0.35 40 ≤3.5 100*

ET-SGM37BLA-1210 10.0-14.0 12.0 10 ≤0.20 7 ≤0.35 40 ≤3.5 100*

ET-SGM37BLA-1208 10.0-14.0 12.0 8 ≤0.20 5 ≤0.35 40 ≤3.5 100*

ET-SGM37BLA-1206 10.0-14.0 12.0 6 ≤0.20 4 ≤0.35 40 ≤3.5 100*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

 

AT STALL

Gearbox Length(L)

NO LOAD

MODEL OPERATIO
N RANGE

NOMINAL

VOLTAGE

27.5 29.1

630
810

Gear Ratio Stage

Gear Ratio

120
150
210
270

Typical Applications

70
90

654
50 450

490

6-M3×3.5dp.
PCD∅31.0

ETONM MOTOR

AT  RAT ED LOAD

ET-SGM37BL-A
Precise Metal Gearbox Brushless DC Gear Motor
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    WEIGHT: 300g(APPROX)

Performance Ranage
Voltage: 6~24VDC Equipment and Apparatus

Speed: 1~800rpm Office Auotamation

Torque: 0.5~100kg.cm Ventilation Fan

2 3

10 20
30

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM37BLB-24240 20.0-28.0 24 240 ≤0.07 192 ≤0.25 0.24 ≤0.95 2

ET-SGM37BLB-24120 20.0-28.0 24 120 ≤0.07 96 ≤0.25 0.48 ≤0.95 4

ET-SGM37BLB-2480 20.0-28.0 24 80 ≤0.07 61 ≤0.25 0.72 ≤0.95 6

ET-SGM37BLB-2448 20.0-28.0 24 48 ≤0.07 36 ≤0.25 1.2 ≤0.95 10

ET-SGM37BLB-2434 20.0-28.0 24 34 ≤0.07 25 ≤0.25 1.6 ≤0.95 14

ET-SGM37BLB-2427 20.0-28.0 24 27 ≤0.07 20 ≤0.25 2 ≤0.95 18

ET-SGM37BLB-2420 20.0-28.0 24 20 ≤0.07 14.5 ≤0.25 2.7 ≤0.95 24

ET-SGM37BLB-2416 20.0-28.0 24 16 ≤0.07 11.5 ≤0.25 3.3 ≤0.95 30

ET-SGM37BLB-2411.5 20.0-28.0 24 11.5 ≤0.07 8 ≤0.25 4.6 ≤0.95 42

ET-SGM37BLB-2409 20.0-28.0 24 9 ≤0.07 6 ≤0.25 6 ≤0.95 54

ET-SGM37BLB-245.3 20.0-28.0 24 5.3 ≤0.07 3.7 ≤0.25 10 ≤0.95 90

ET-SGM37BLB-2405 20.0-28.0 24 5 ≤0.07 3.4 ≤0.25 11 ≤0.95 100*

ET-SGM37BLB-243.8 20.0-28.0 24 3.8 ≤0.07 2.5 ≤0.25 12 ≤0.95 100*

ET-SGM37BLB-2403 20.0-28.0 24 3 ≤0.07 2 ≤0.25 15 ≤0.95 100*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

VOLTAGE

 

AT STALL

Gearbox Length(L)

NO LOAD

MODEL OPERATIO
N RANGE

NOMINAL

630
810

Gear Ratio Stage

Gear Ratio

120
150
210
270

Typical Applications

70
90

654
50 450

490

27.5 29.1

ETONM MOTOR

AT  RAT ED LOAD

ET-SGM37BL-B
Precise Metal Gearbox Brushless DC Gear Motor
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Precise Metal Gearbox    WEIGHT: 200g(APPROX)

Performance Ranage
Voltage: 6~12VDC Vending and Banking System

Speed: 1~1600rpm Sanitary and Cleaning

Torque: 0.5~90kg.cm Robtics and Equipment

2 3
10 20

30

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM37C-12500 6.0-12.0 12.0 500 ≤0.06 400 ≤0.22 0.8 ≤1.2 3

ET-SGM37C-12250 6.0-12.0 12.0 250 ≤0.06 200 ≤0.22 1.6 ≤1.2 6

ET-SGM37C-12167 6.0-12.0 12.0 167 ≤0.06 133 ≤0.22 2.4 ≤1.2 9

ET-SGM37C-12100 6.0-12.0 12.0 100 ≤0.06 78 ≤0.22 3.9 ≤1.2 15

ET-SGM37C-1271 6.0-12.0 12.0 71 ≤0.06 55 ≤0.22 5.5 ≤1.2 21

ET-SGM37C-1255 6.0-12.0 12.0 55 ≤0.06 42 ≤0.22 7 ≤1.2 27

ET-SGM37C-1242 6.0-12.0 12.0 42 ≤0.06 32 ≤0.22 9 ≤1.2 45

ET-SGM37C-1233 6.0-12.0 12.0 33 ≤0.06 25 ≤0.22 11 ≤1.2 63

ET-SGM37C-1212 6.0-12.0 12.0 12 ≤0.06 18 ≤0.22 15 ≤1.2 81

ET-SGM37C-1218 6.0-12.0 12.0 18 ≤0.06 13 ≤0.22 20 ≤1.2 100*

ET-SGM37C-1211 6.0-12.0 12.0 11 ≤0.06 8 ≤0.22 31 ≤1.2 100*

ET-SGM37C-1210 6.0-12.0 12.0 10 ≤0.06 7 ≤0.22 34 ≤1.2 100*

ET-SGM37C-1208 6.0-12.0 12.0 8 ≤0.06 5 ≤0.22 40 ≤1.2 100*

ET-SGM37C-1206 6.0-12.0 12.0 6 ≤0.06 4 ≤0.22 40 ≤1.2 100*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

270 810

150 490
210 630

5 6
120 450

AT STALL

 

Gearbox Length(L)

NO LOAD

MODEL OPERATIO
N RANGE

NOMINAL

VOLTAGE

Typical Applications

Gear Ratio Stage

Gear Ratio

50

90

4

70

×

27.522.5

ETONM MOTOR

AT  RAT ED LOAD

 ET-SGM37-C
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Precise Metal Gearbox    WEIGHT: 350g(APPROX)

Performance Ranage
Voltage: 6~24VDC Vending and Banking System

Speed: 1~1600rpm Sanitary and Cleaning

Torque: 1~100kg.cm Robtics and Equipment

2 3
10 20

30

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM37D-24600 12.0-28.0 24.0 600 ≤0.2 492 ≤1.0 2.4 ≤4.0 12

ET-SGM37D-24300 12.0-28.0 24.0 300 ≤0.2 240 ≤1.0 4.7 ≤4.0 24

ET-SGM37D-24200 12.0-28.0 24.0 200 ≤0.2 160 ≤1.0 7 ≤4.0 36

ET-SGM37D-24120 12.0-28.0 24.0 120 ≤0.2 91 ≤1.0 11 ≤4.0 60

ET-SGM37D-1285 12.0-28.0 24.0 86 ≤0.2 64 ≤1.0 15.5 ≤4.0 84

ET-SGM37D-2467 12.0-28.0 24.0 67 ≤0.2 50 ≤1.0 20 ≤4.0 100*

ET-SGM37D-2450 12.0-28.0 24.0 50 ≤0.2 37 ≤1.0 25 ≤4.0 100*

ET-SGM37D-2440 12.0-28.0 24.0 40 ≤0.2 29 ≤1.0 31 ≤4.0 100*

ET-SGM37D-2429 12.0-28.0 24.0 29 ≤0.2 21 ≤1.0 40 ≤4.0 100*

ET-SGM37D-2422 12.0-28.0 24.0 22 ≤0.2 15 ≤1.0 40 ≤4.0 100*

ET-SGM37D-2413 12.0-28.0 24.0 13 ≤0.2 9 ≤1.0 40 ≤4.0 100*

ET-SGM37D-2412 12.0-28.0 24.0 12 ≤0.2 8.5 ≤1.0 40 ≤4.0 100*

ET-SGM37D-249.5 12.0-28.0 24.0 9.5 ≤0.2 6 ≤1.0 40 ≤4.0 100*

ET-SGM37D-2407 12.0-28.0 24.0 7 ≤0.2 4.5 ≤1.0 40 ≤4.0 100*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

Gear Ratio Stage

Gear Ratio

50

90

4

70

AT STALL

 

Gearbox Length(L)

NO LOAD

MODEL OPERATIO
N RANGE

NOMINAL

VOLTAGE

Typical Applications

5 6
120 450
150 490
210 630
270 810

×

27.5 29.1

ETONM MOTOR

AT  RAT ED LOAD

 ET-SGM37-D

17



Precise Metal Gearbox    WEIGHT: 160g(APPROX)

Performance Ranage
Voltage: 3~24VDC Vending and Banking System

Speed: 1~1600rpm Sanitary and Cleaning

Torque: 0.5~100kg.cm Robtics and Equipment

2 3

10 20
30

UNIT: MM 

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM37E-06400 3.0-12.0 6 400 ≤0.07 320 ≤0.29 0.2 ≤1.6 1.3

ET-SGM37E-06200 3.0-12.0 6 200 ≤0.07 160 ≤0.29 0.4 ≤1.6 2.6

ET-SGM37E-06133 3.0-12.0 6 133 ≤0.07 102 ≤0.29 0.6 ≤1.6 3.9

ET-SGM37E-0680 3.0-12.0 6 80 ≤0.07 60 ≤0.29 0.95 ≤1.6 6.5

ET-SGM37E-0657 3.0-12.0 6 57 ≤0.07 43 ≤0.29 1.4 ≤1.6 9

ET-SGM37E-0644 3.0-12.0 6 44 ≤0.07 33 ≤0.29 1.7 ≤1.6 11.7

ET-SGM37E-0633 3.0-12.0 6 33 ≤0.07 25 ≤0.29 2.3 ≤1.6 15.6

ET-SGM37E-0627 3.0-12.0 6 27 ≤0.07 19 ≤0.29 2.7 ≤1.6 19.5

ET-SGM37E-0619 3.0-12.0 6 19 ≤0.07 14 ≤0.29 4 ≤1.6 27

ET-SGM37E-0615 3.0-12.0 6 15 ≤0.07 11 ≤0.29 5 ≤1.6 35

ET-SGM37E-0609 3.0-12.0 6 9 ≤0.07 6.2 ≤0.29 8 ≤1.6 58

ET-SGM37E-0608 3.0-12.0 6 8 ≤0.07 5.7 ≤0.29 8.6 ≤1.6 63

ET-SGM37E-0606 3.0-12.0 6 6 ≤0.07 4 ≤0.29 11 ≤1.6 81

ET-SGM37E-0605 3.0-12.0 6 5 ≤0.07 3 ≤0.29 13 ≤1.6 100*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 3.0V, 4.5V, 6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

Gear Ratio Stage

Gear Ratio

AT STALL

Gearbox Length(L)

NO LOAD

MODEL OPERATIO
N RANGE

NOMINAL

VOLTAGE

120
4 5 6
50 450

630
270 810

Typical Applications

70 150 490
90 210

6-M3×3.5dp.
PCD∅31.0

27.522.5

ETONM MOTOR

AT  RAT ED LOAD

 ET-SGM37-E
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Precise Metal Gearbox    WEIGHT: 160g(APPROX)

Performance Ranage
Voltage: 3~24VDC Vending and Banking System

Speed: 1~1600rpm Sanitary and Cleaning

Torque: 0.5~100kg.cm Robtics and Equipment

2 3

10 20
30

UNIT: MM 

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM37F-24600 12.0-28.0 24.0 600 ≤0.07 492 ≤0.3 0.8 ≤1.2 3.2

ET-SGM37F-24300 12.0-28.0 24.0 300 ≤0.07 240 ≤0.3 1.6 ≤1.2 6.4

ET-SGM37F-24200 12.0-28.0 24.0 200 ≤0.07 160 ≤0.3 2.4 ≤1.2 9.6

ET-SGM37F-24120 12.0-28.0 24.0 120 ≤0.07 91 ≤0.3 4 ≤1.2 16

ET-SGM37F-1285 12.0-28.0 24.0 86 ≤0.07 64 ≤0.3 5.5 ≤1.2 22.4

ET-SGM37F-2467 12.0-28.0 24.0 67 ≤0.07 50 ≤0.3 7 ≤1.2 28.8

ET-SGM37F-2450 12.0-28.0 24.0 50 ≤0.07 37 ≤0.3 9 ≤1.2 38

ET-SGM37F-2440 12.0-28.0 24.0 40 ≤0.07 29 ≤0.3 11 ≤1.2 48

ET-SGM37F-2429 12.0-28.0 24.0 29 ≤0.07 21 ≤0.3 16 ≤1.2 67

ET-SGM37F-2422 12.0-28.0 24.0 22 ≤0.07 15 ≤0.3 20 ≤1.2 86

ET-SGM37F-2413 12.0-28.0 24.0 13 ≤0.07 9 ≤0.3 32 ≤1.2 100*

ET-SGM37F-2412 12.0-28.0 24.0 12 ≤0.07 8.5 ≤0.3 34 ≤1.2 100*

ET-SGM37F-249.5 12.0-28.0 24.0 9.5 ≤0.07 6 ≤0.3 40 ≤1.2 100*

ET-SGM37F-2407 12.0-28.0 24.0 7 ≤0.07 4.5 ≤0.3 40 ≤1.2 100*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

70 150 490
90 210

6
50 450

630
270 810

AT STALL

 

Gearbox Length(L)

NO LOAD

MODEL OPERATIO
N RANGE

NOMINAL

VOLTAGE

120
4Gear Ratio Stage

Gear Ratio

5

Typical Applications

6-M3×3.5dp.
PCD∅31.0

27.522.5

ETONM MOTOR

AT  RAT ED LOAD

 ET-SGM37-F

19



Precise Metal Gearbox    WEIGHT: 150g(APPROX)

Performance Ranage
Voltage: 3~24VDC Vending and Banking System

Speed: 10~600rpm Sanitary and Cleaning

Torque: 0.1~10kg.cm Electric valve

UNIT: MM 

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM37G-06330 3.0-12.0 3 320 ≤0.70 260 ≤0.28 0.19 ≤1.6 0.8

ET-SGM37G-06110 3.0-12.0 3 106 ≤0.70 86 ≤0.28 0.5 ≤1.6 2.4

ET-SGM37G-0636 3.0-12.0 3 35 ≤0.70 25 ≤0.32 2.2 ≤1.6 7

ET-SGM37G-06330 3.0-12.0 6 330 ≤0.50 270 ≤0.22 0.2 ≤1.1 0.9

ET-SGM37G-06110 3.0-12.0 6 110 ≤0.50 90 ≤0.26 0.55 ≤1.1 2.7

ET-SGM37G-0636 3.0-12.0 6 36 ≤0.60 27 ≤0.29 2.5 ≤1.1 8

ET-SGM37G-24600 3.0-12.0 24 600 ≤0.45 495 ≤0.20 0.25 ≤0.8 1

ET-SGM37G-24200 3.0-12.0 24 200 ≤0.60 154 ≤0.20 0.62 ≤0.8 3

ET-SGM37G-2466.6 3.0-12.0 24 66.6 ≤0.60 48 ≤0.22 2.5 ≤0.8 9

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 3.0V, 4.5V, 6V, 9V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

Gear Ratio

AT MAX EFFICIENCY

Typical Applications

AT STALL

 ET-SGM37-G

Gearbox Length(L)

NO LOAD

MODEL OPERATIO
N RANGE

NOMINAL

VOLTAGE

Gear Ratio Stage

19.4

3 42

10 30 50
70
90

 

ETONM MOTOR
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Precise Metal Gearbox WEIGHT: 520g(APPROX)

Performance Ranage
Voltage: 12~250VDC Vending and Banking System

Speed: 1~2000rpm Equipment and Apparatus

Torque: 1~500kg.cm Robotic

5 6

218 728
367 1223

UNIT: MM

 

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM51A-121200 9.0-28.0 12VDC 1200 ≤0.9 1000 ≤7.0 3.9 ≤35 17.7

ET-SGM51A-12700 9.0-28.0 12VDC 700 ≤0.9 600 ≤7.0 5.8 ≤35 29.7

ET-SGM51A-12375 9.0-28.0 12VDC 375 ≤0.9 280 ≤7.0 12.5 ≤35 59

ET-SGM51AA-12210 9.0-28.0 12VDC 210 ≤0.9 168 ≤7.0 18.5 ≤35 99

ET-SGM51A-12110 9.0-28.0 12VDC 110 ≤0.9 85 ≤7.0 39 ≤35 196

ET-SGM51A-1264 9.0-28.0 12VDC 64 ≤0.9 48 ≤7.0 62 ≤35 300*

ET-SGM51A-1232 9.0-28.0 12VDC 32 ≤0.9 25 ≤7.0 100 ≤35 300*

ET-SGM51A-1219 9.0-28.0 12VDC 19 ≤0.9 13 ≤7.0 100 ≤35 300*

ET-SGM51A-1210 9.0-28.0 12VDC 10 ≤0.9 7 ≤7.0 100 ≤35 300*

ET-SGM51A-1206 9.0-28.0 12VDC 6 ≤0.9 4 ≤7.0 100 ≤35 300*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 12V, 24V, 120VDC, 230VDC; The DC Motor's speed is adjustable.

3. The gearbox can match with different DC motors.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

37.5

65.5
110

 ET-SGM51-A

Gearbox Length(L)

NO LOAD

MODEL

VOLTAGE

Gear Ratio Stage

Gear Ratio

OPERATION
RANGE

33

NOMINAL

2

5.9

Typical Applications

3 4

19.7
9.9

AT STALL

ETONM MOTOR

AT  RAT ED LOAD
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Precise Metal Gearbox WEIGHT: 500g(APPROX)

Performance Ranage
Voltage: 12~250VDC Vending and Banking System

Speed: 1~2000rpm Equipment and Apparatus

Torque: 1~500kg.cm Robotic

5 6

218 728
367 1223

UNIT: MM

 

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM51B-121200 9.0-28.0 12VDC 1200 ≤0.9 1000 ≤6.0 3 ≤35 15

ET-SGM51B-12700 9.0-28.0 12VDC 700 ≤0.9 600 ≤6.0 5 ≤35 25

ET-SGM51B-12375 9.0-28.0 12VDC 375 ≤0.9 280 ≤6.0 9 ≤35 49

ET-SGM51B-12210 9.0-28.0 12VDC 210 ≤0.9 168 ≤6.0 15 ≤35 82

ET-SGM51B-12110 9.0-28.0 12VDC 110 ≤0.9 85 ≤6.0 30 ≤35 163

ET-SGM51B-1264 9.0-28.0 12VDC 64 ≤0.9 48 ≤6.0 49 ≤35 275

ET-SGM51B-1232 9.0-28.0 12VDC 32 ≤0.9 25 ≤6.0 95 ≤35 300*

ET-SGM51B-1219 9.0-28.0 12VDC 19 ≤0.9 13 ≤6.0 100 ≤35 300*

ET-SGM51B-1210 9.0-28.0 12VDC 10 ≤0.9 7 ≤6.0 100 ≤35 300*

ET-SGM51B-1206 9.0-28.0 12VDC 6 ≤0.9 4 ≤6.0 100 ≤35 300*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 12V, 24V, 110VDC,220VDC;, The DC Motor's speed is adjustable.

3. The gearbox can match with different DC motors.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

37.5

65.5
110

 ET-SGM51-B

Gearbox Length(L)

NO LOAD

MODEL

VOLTAGE

Gear Ratio Stage

Gear Ratio

OPERATION
RANGE

33

NOMINAL

2

5.9

Typical Applications

3 4

19.7
9.9

AT STALL

ETONM MOTOR

AT  RAT ED LOAD
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Precise Metal Gearbox Brushless DC Gear Motor WEIGHT: 520g(APPROX)

Performance Ranage
Voltage: 6~24VDC Vending and Banking System

Speed: 1~1500rpm Equipment and Apparatus

Torque: 1~500kg.cm Robotic

5 6

218 728
367 1223

UNIT: MM

 

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-SGM51BL-24850 9.0-28.0 24VDC 850 ≤0.35 678 ≤1.5 2.4 ≤6.0 12

ET-SGM51BL-24500 9.0-28.0 24VDC 500 ≤0.35 400 ≤1.5 4 ≤6.0 20

ET-SGM51BL-24254 9.0-28.0 24VDC 254 ≤0.35 195 ≤1.5 7.5 ≤6.0 39

ET-SGM51BL-24151 9.0-28.0 24VDC 151 ≤0.35 115 ≤1.5 12.5 ≤6.0 66

ET-SGM51BL-2476 9.0-28.0 24VDC 76 ≤0.35 55 ≤1.5 24 ≤6.0 131

ET-SGM51BL-2445 9.0-28.0 24VDC 45 ≤0.35 33 ≤1.5 38.5 ≤6.0 220

ET-SGM51BL-2423 9.0-28.0 24VDC 23 ≤0.35 17 ≤1.5 76 ≤6.0 300*

ET-SGM51BL-2414 9.0-28.0 24VDC 14 ≤0.35 10 ≤1.5 100 ≤6.0 300*

ET-SGM51BL-2407 9.0-28.0 24VDC 7 ≤0.35 4.5 ≤1.5 100 ≤6.0 300*

ET-SGM51BL-2404 9.0-28.0 24VDC 4 ≤0.35 2.8 ≤1.5 100 ≤6.0 300*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6v,9V, 12V, 24V; The DC Motor's speed is adjustable.

3. The gearbox can matchi with different DC motors.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

37.5

65.5
110

 ET-SGM51BL

Gearbox Length(L)

NO LOAD

MODEL

VOLTAGE

Gear Ratio Stage

Gear Ratio

OPERATION
RANGE

33

NOMINAL

2

5.9

Typical Applications

3 4

19.7
9.9

AT STALL

ETONM MOTOR

AT  RAT ED LOAD
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High Torgue Low Speed WEIGHT: 700g(APPROX)

Performance Ranage
Voltage: 6~36VDC Home and office Automation 
Speed: 1~300rpm Banking and Vending System
Torque: 3~600kg.cm Equipment

UNIT: MM

 

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-CGM95A-12162 6-18 12VDC 162 ≤0.9 124 ≤3.9 21 ≤13.5 111

ET-CGM95A-12100 6-18 12VDC 100 ≤0.9 76 ≤3.9 34 ≤13.5 180

ET-CGM95A-1291 6-18 12VDC 91 ≤0.9 69 ≤3.9 37.6 ≤13.5 198

ET-CGM95A-1270 6-18 12VDC 70 ≤0.9 52 ≤3.9 48 ≤13.5 258

ET-CGM95A-1237 6-18 12VDC 37 ≤0.9 27 ≤3.9 91 ≤13.5 486

ET-CGM95A-1223 6-18 12VDC 23 ≤0.9 16 ≤3.9 145 ≤13.5 500*

ET-CGM95A-1219 6-18 12VDC 19 ≤0.9 13.5 ≤3.9 150 ≤13.5 500*

ET-CGM95A-1210 6-18 12VDC 10 ≤0.9 7 ≤3.9 150 ≤13.5 500*

ET-CGM95A-1209 6-18 12VDC 9 ≤0.9 6 ≤3.9 150 ≤13.5 500*

ET-CGM95A-1206 6-18 12VDC 6 ≤0.9 4 ≤3.9 150 ≤13.5 500*

ET-CGM95A-125.6 6-18 12VDC 5.6 ≤0.9 3.6 ≤3.9 150 ≤13.5 500*

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 6VDC, 12VDC, 24VDC, 120VDC, 230VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motors.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

2 4

37

60

162

265

MODEL

VOLTAGE NO LOAD AT RATED LOAD AT STALL

OPERATIO
N RANGE

NOMINAL

Gear Ratio 973

105986

66

594

651

315

 ET-CGM95-A

Typical Applications

Gear Ratio Stage 5

ETONM MOTOR
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High Torgue Low Speed WEIGHT: 550g(APPROX)

Performance Ranage
Voltage: 6~36VDC Home and office Automation 
Speed: 1~1000rpm Banking and Vending System
Torque: 3~600kg.cm Equipment

UNIT: MM 

 

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-CGM95B-2481 12-28 24VDC 81 ≤0.08 62 ≤0.5 4.2 ≤1.6 22

ET-CGM95B-2450 12-28 24VDC 50 ≤0.08 38 ≤0.5 7 ≤1.6 36

ET-CGM95B-2445 12-28 24VDC 45 ≤0.08 34 ≤0.5 7.5 ≤1.6 39

ET-CGM95B-2435 12-28 24VDC 35 ≤0.08 26 ≤0.5 10 ≤1.6 51

ET-CGM95B-2418.5 12-28 24VDC 18.5 ≤0.08 13.5 ≤0.5 18 ≤1.6 97

ET-CGM95B-2411 12-28 24VDC 11 ≤0.08 8.5 ≤0.5 28.5 ≤1.6 159

ET-CGM95B-249.5 12-28 24VDC 9.5 ≤0.08 6.9 ≤0.5 34 ≤1.6 189

ET-CGM95B-2405 12-28 24VDC 5 ≤0.08 3.6 ≤0.5 63 ≤1.6 356

ET-CGM95B-244.6 12-28 24VDC 4.6 ≤0.09 3.3 ≤0.6 68 ≤1.6 390

ET-CGM95B-2403 12-28 24VDC 3 ≤0.09 2.1 ≤0.6 95 ≤1.6 500*

ET-CGM95B-242.8 12-28 24VDC 2.8 ≤0.10 1.8 ≤0.7 103 ≤1.6 500*

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 6VDC, 12VDC, 24VDC, 120VDC, 230VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motors.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

5

Gear Ratio

594

 

Gear Ratio Stage 2 4

86

651

97366 315

Typical Applications

MODEL

VOLTAGE NO LOAD AT STALL

OPERATE
RANGE

NOMINAL

1059

37 162

60 265

4- 10∅

ETONM MOTOR

AT RATED LOAD

ET-CGM95-B
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High Torgue Low Speed Brushless DC Gear Motor WEIGHT: 700g(APPROX) 

Performance Ranage

Voltage: 6-36VDC Home and office Automation 

Speed: 1~250rpm Equipment and Apparatus

Torque: 3~600kg.cm Ventilation and Fan

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-CGM95BLA-24135 20.0-28.0 24VDC 135 ≤0.06 105 ≤0.35 7 ≤4.0 30

ET-CGM95BLA-2483 20.0-28.0 24VDC 83 ≤0.06 63 ≤0.35 11.5 ≤4.0 48

ET-CGM95BLA-2476 20.0-28.0 24VDC 76 ≤0.06 57 ≤0.35 12.5 ≤4.0 53

ET-CGM95BLA-2458 20.0-28.0 24VDC 58 ≤0.06 43 ≤0.35 16 ≤4.0 68

ET-CGM95BLA-2431 20.0-28.0 24VDC 31 ≤0.06 22 ≤0.35 29 ≤4.0 129

ET-CGM95BLA-2419 20.0-28.0 24VDC 19 ≤0.06 14 ≤0.35 47 ≤4.0 210

ET-CGM95BLA-2416 20.0-28.0 24VDC 16 ≤0.06 11 ≤0.35 55 ≤4.0 250

ET-CGM95BLA-248.5 20.0-28.0 24VDC 8.5 ≤0.06 6 ≤0.35 102 ≤4.0 475

ET-CGM95BLA-247.7 20.0-28.0 24VDC 7.7 ≤0.07 5.4 ≤0.35 112 ≤4.0 500*

ET-CGM95BLA-2405 20.0-28.0 24VDC 5 ≤0.07 3.3 ≤0.35 150 ≤4.0 500*

ET-CGM95BLA-244.7 20.0-28.0 24VDC 4.7 ≤0.08 3 ≤0.35 150 ≤4.0 500*

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 6VDC, 12VDC, 24VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

2 4

37 162

MODEL

VOLTAGE NO LOAD AT STALL

OPERATIO
N RANGE

NOMINAL

Gear Ratio 973

1059

66 315

594

65160 265

Typical Applications

Gear Ratio Stage 5

86

ETONM MOTOR

AT RATED LOAD

ET-CGM95BL-A
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WEIGHT: 500g(APPROX) 

Performance Ranage

Voltage: 6-36VDC Home and office Automation 

Speed: 1~250rpm Equipment and Apparatus

Torque: 3~600kg.cm Ventilation and Fan

UNIT: MM 

 

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-CGM95BLB-12135 9.0-14.0 12VDC 135 ≤0.30 105 ≤1.35 5.6 ≤6.0 30

ET-CGM95BLB-1283 9.0-14.0 12VDC 83 ≤0.30 63 ≤1.35 9 ≤6.0 48

ET-CGM95BLB-1276 9.0-14.0 12VDC 76 ≤0.30 57 ≤1.35 10 ≤6.0 53

ET-CGM95BLB-1258 9.0-14.0 12VDC 58 ≤0.30 43 ≤1.35 13 ≤6.0 68

ET-CGM95BLB-1231 9.0-14.0 12VDC 31 ≤0.30 22 ≤1.35 23 ≤6.0 129

ET-CGM95BLB-1219 9.0-14.0 12VDC 19 ≤0.30 14 ≤1.35 38 ≤6.0 210

ET-CGM95BLB-1216 9.0-14.0 12VDC 16 ≤0.30 11 ≤1.35 46 ≤6.0 250

ET-CGM95BLB-128.5 9.0-14.0 12VDC 8.5 ≤0.30 6 ≤1.35 83 ≤6.0 475

ET-CGM95BLB-127.7 9.0-14.0 12VDC 7.7 ≤0.30 5.4 ≤1.35 91 ≤6.0 500*

ET-CGM95BLB-1205 9.0-14.0 12VDC 5 ≤0.30 3.3 ≤1.35 126 ≤6.0 500*

ET-CGM95BLB-124.7 9.0-14.0 12VDC 4.7 ≤0.30 3 ≤1.35 137 ≤6.0 500*

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 6VDC, 12VDC, 12VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motors.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

265

66 315

86

2 4

MODEL

VOLTAGE NO LOAD AT STALL

OPERATE
RANGE

NOMINAL

Gear Ratio 973

1059

594

651

37 162

Typical Applications

Gear Ratio Stage 5

60

ETONM MOTOR

AT RATED LOAD

ET-CGM95BL-B
High Torgue Low Speed Brushless DC Gear Motor
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WEIGHT: 500g(APPROX) 

Performance Ranage

Voltage: 6-24VDC Home and office Automation 

Speed: 1~250rpm Equipment and Apparatus

Torque: 1~600kg.cm Ventilation and Fan

UNIT: MM 

 

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-CGM95BLC-2465 20.0-28.0 24VDC 65 ≤0.06 49 ≤0.2 1.4 ≤1.2 11

ET-CGM95BLC-2440 20.0-28.0 24VDC 40 ≤0.06 30 ≤0.2 2.3 ≤1.2 18

ET-CGM95BLC-2436 20.0-28.0 24VDC 36 ≤0.06 27 ≤0.2 2.5 ≤1.2 20

ET-CGM95BLC-2428 20.0-28.0 24VDC 28 ≤0.06 20 ≤0.2 3.3 ≤1.2 26

ET-CGM95BLC-2415 20.0-28.0 24VDC 15 ≤0.06 11 ≤0.2 6 ≤1.2 48

ET-CGM95BLC-2409 20.0-28.0 24VDC 9 ≤0.06 6.6 ≤0.2 10 ≤1.2 79

ET-CGM95BLC-247.6 20.0-28.0 24VDC 7.6 ≤0.06 5.5 ≤0.2 12 ≤1.2 94

ET-CGM95BLC-2404 20.0-28.0 24VDC 4 ≤0.06 2.9 ≤0.2 21 ≤1.2 178

ET-CGM95BLC-243.7 20.0-28.0 24VDC 3.7 ≤0.07 2.6 ≤0.2 23 ≤1.2 195

ET-CGM95BLC-242.5 20.0-28.0 24VDC 2.5 ≤0.07 1.6 ≤0.2 32 ≤1.2 291

ET-CGM95BLC-242.3 20.0-28.0 24VDC 2.3 ≤0.08 1.5 ≤0.2 34 ≤1.2 340

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 6VDC, 12VDC, 24VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motors.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

MODEL

VOLTAGE NO LOAD AT STALL

OPERATIO
N RANGE

NOMINAL

Gear Ratio 973

1059

66 315

594

65160 265

Typical Applications

Gear Ratio Stage 5

86

2 4

37 162

ETONM MOTOR

AT RATED LOAD

ET-CGM95BL-C
High Torgue Low Speed Brushless DC Gear Motor
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High Torgue Low Speed WEIGHT: 500g(APPROX)

Performance Ranage

Voltage: 6~36VDC Home and office Automation 

Speed: 1~1000rpm Banking and Vending System

Torque: 3~600kg.cm Equipment

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-CGM95C-12121 6-18 12VDC 121 ≤0.21 95 ≤0.8 4 ≤3.0 16

ET-CGM95C-1275 6-18 12VDC 75 ≤0.21 57 ≤0.8 7 ≤3.0 29

ET-CGM95C-1268 6-18 12VDC 68 ≤0.21 51.7 ≤0.8 10 ≤3.0 41

ET-CGM95C-1252 6-18 12VDC 52 ≤0.21 39 ≤0.8 16 ≤3.0 65

ET-CGM95C-1228 6-18 12VDC 28 ≤0.21 21 ≤0.8 22 ≤3.0 86

ET-CGM95C-1217 6-18 12VDC 17 ≤0.21 12.5 ≤0.8 23 ≤3.0 89

ET-CGM95C-1214 6-18 12VDC 14 ≤0.21 10 ≤0.8 29 ≤3.0 118

ET-CGM95C-127.6 6-18 12VDC 7.6 ≤0.21 5.5 ≤0.8 41 ≤3.0 154

ET-CGM95C-126.9 6-18 12VDC 6.9 ≤0.22 5 ≤0.9 61 ≤3.0 243

ET-CGM95C-124.6 6-18 12VDC 4.6 ≤0.22 3.1 ≤0.9 81 ≤3.0 500*

ET-CGM95C-124.3 6-18 12VDC 4.3 ≤0.23 2.8 ≤1.0 119 ≤3.0 500*

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 6VDC, 12VDC, 24VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

2 4

37 162

 ET-CGM95-C

Typical Applications

Gear Ratio Stage 5

1059

66 315

594

65160 265

86

MODEL

VOLTAGE NO LOAD AT STALL

OPERATIO
N RANGE

NOMINAL

Gear Ratio 973

ETONM MOTOR

AT RATED LOAD
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High Torgue Low Speed WEIGHT: 700g(APPROX) 

Performance Ranage

Voltage: 90~250VDC Home and office Automation 

Speed: 1~1000rpm Banking and Vending System

Torque: 3~600kg.cm Equipment

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-CGM95D-220162 210-250 220VDC 162 ≤0.06 126 ≤0.3 21 ≤1.2 111

ET-CGM95D-220100 210-250 220VDC 100 ≤0.06 78 ≤0.3 34 ≤1.2 180

ET-CGM95D-22091 210-250 220VDC 91 ≤0.06 69 ≤0.3 37.6 ≤1.2 198

ET-CGM95D-22070 210-250 220VDC 70 ≤0.06 53 ≤0.3 48 ≤1.2 258

ET-CGM95D-22037 210-250 220VDC 37 ≤0.06 27 ≤0.3 91 ≤1.2 486

ET-CGM95D-22023 210-250 220VDC 23 ≤0.06 17 ≤0.3 145 ≤1.2 500*

ET-CGM95D-22019 210-250 220VDC 19 ≤0.06 14 ≤0.3 150 ≤1.2 500*

ET-CGM95D-22010 210-250 220VDC 10 6.8 ≤0.3 150 ≤1.2 500*

ET-CGM95D-22009 210-250 220VDC 9 6 ≤0.3 150 ≤1.2 500*

ET-CGM95D-22006 210-250 220VDC 6 4 150 ≤1.2 500*

ET-CGM95D-2205.6 210-250 220VDC 5.6 3.6 150 ≤1.2 500*

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 12VDC, 24VDC, 120VDC, 220VDC, The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

 
Typical Applications

Gear Ratio Stage 5

1059

66 315

594

65160 265

MODEL

VOLTAGE NO LOAD AT  RAT ED LOAD AT STALL

OPERATIO
N RANGE

NOMINAL

Gear Ratio 973

86

2 4

37 162

≤0.06

≤0.06

≤0.06

≤0.06

≤0.3

≤0.3

ETONM MOTORET-CGM95-D
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High Torgue Low Speed WEIGHT: 500g(APPROX)

Performance Ranage

Voltage: 6~36VDC Home and office Automation 

Speed: 1~1000rpm Banking and Vending System

Torque: 3~600kg.cm Equipment

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-CGM95E-24162 12-28 24VDC 162 ≤0.06 124 ≤0.35 3.5 ≤2.8 18

ET-CGM95E-24100 12-28 24VDC 100 ≤0.06 76 ≤0.35 5.6 ≤2.8 30

ET-CGM95E-2491 12-28 24VDC 91 ≤0.06 69 ≤0.35 6.2 ≤2.8 33

ET-CGM95E-2470 12-28 24VDC 70 ≤0.06 52 ≤0.35 8 ≤2.8 43

ET-CGM95E-2437 12-28 24VDC 37 ≤0.06 27 ≤0.35 15 ≤2.8 80

ET-CGM95E-2423 12-28 24VDC 23 ≤0.06 16 ≤0.35 23 ≤2.8 132

ET-CGM95E-2419 12-28 24VDC 19 ≤0.06 13.5 ≤0.35 28 ≤2.8 157

ET-CGM95E-2410 12-28 24VDC 10 ≤0.06 7 ≤0.35 50 ≤2.8 297

ET-CGM95E-2409 12-28 24VDC 9 ≤0.06 6 ≤0.35 55 ≤2.8 325

ET-CGM95E-2406 12-28 24VDC 6 ≤0.06 4 ≤0.35 75 ≤2.8 486

ET-CGM95E-245.6 12-28 24VDC 5.6 ≤0.06 3.6 ≤0.35 82 ≤2.8 500*

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 6VDC, 12VDC, 24VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

 ET-CGM95-E

Typical Applications

Gear Ratio Stage 5

1059

66 315

594

65160 265

86

MODEL

VOLTAGE NO LOAD AT STALL

OPERATIO
N RANGE

NOMINAL

Gear Ratio 973

2 4

37 162

ETONM MOTOR

AT  RAT ED LOAD
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High Torgue Low Speed WEIGHT: 500g(APPROX)

Performance Ranage

Voltage: 6~24VDC Home and office Automation 

Speed: 1~1000rpm Banking and Vending System

Torque: 1~600kg.cm Equipment

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-CGM95F-24135 12-28 24VDC 135 ≤0.05 105 ≤0.25 2.8 ≤1.2 15

ET-CGM95F-2483 12-28 24VDC 83 ≤0.05 63 ≤0.25 4.5 ≤1.2 24

ET-CGM95F-2476 12-28 24VDC 76 ≤0.05 57 ≤0.25 5 ≤1.2 26

ET-CGM95F-2458 12-28 24VDC 58 ≤0.05 43 ≤0.25 6.5 ≤1.2 34

ET-CGM95F-2431 12-28 24VDC 31 ≤0.05 22 ≤0.25 11.6 ≤1.2 65

ET-CGM95F-2419 12-28 24VDC 19 ≤0.05 14 ≤0.25 19 ≤1.2 106

ET-CGM95F-2416 12-28 24VDC 16 ≤0.05 11 ≤0.25 22.5 ≤1.2 126

ET-CGM95F-248.5 12-28 24VDC 8.5 ≤0.05 6 ≤0.25 42 ≤1.2 230

ET-CGM95F-247.7 12-28 24VDC 7.7 ≤0.05 5.4 ≤0.25 45.5 ≤1.2 260

ET-CGM95F-2405 12-28 24VDC 5 ≤0.05 3.3 ≤0.25 63 ≤1.2 389

ET-CGM95F-244.7 12-28 24VDC 4.7 ≤0.05 3 ≤0.25 69 ≤1.2 420

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 6VDC, 12VDC, 24VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

2 4

37 162

MODEL

VOLTAGE NO LOAD AT STALL

OPERATIO
N RANGE

NOMINAL

Gear Ratio 973

1059

66 315

594

65160 265

86

 ET-CGM95-F

Typical Applications

Gear Ratio Stage 5

ETONM MOTOR

AT  RAT ED LOAD
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High Torgue Low Speed WEIGHT: 400g(APPROX)

Performance Ranage

Voltage: 6~24VDC Home and office Automation 

Speed: 1~1000rpm Banking and Vending System

Torque: 1~300kg.cm Equipment

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-CGM95G-06108 4.5-9.0 6VDC 108 ≤0.06 82 ≤0.35 1.4 ≤1.4 7.4

ET-CGM95G-0666 4.5-9.0 6VDC 66 ≤0.06 50 ≤0.35 2.3 ≤1.4 12

ET-CGM95G-0660 4.5-9.0 6VDC 60 ≤0.06 45 ≤0.35 2.5 ≤1.4 13

ET-CGM95G-0646 4.5-9.0 6VDC 46 ≤0.06 34 ≤0.35 3.2 ≤1.4 17

ET-CGM95G-0625 4.5-9.0 6VDC 25 ≤0.06 18 ≤0.35 6 ≤1.4 32

ET-CGM95G-0615 4.5-9.0 6VDC 15 ≤0.06 11 ≤0.35 10 ≤1.4 53

ET-CGM95G-0612 4.5-9.0 6VDC 12 ≤0.06 9 ≤0.35 11 ≤1.4 63

ET-CGM95G-066.8 4.5-9.0 6VDC 6.8 ≤0.06 5 ≤0.35 21 ≤1.4 118

ET-CGM95G-0606 4.5-9.0 6VDC 6 ≤0.06 4.3 ≤0.35 23 ≤1.4 130

ET-CGM95G-0604 4.5-9.0 6VDC 4 ≤0.06 2.7 ≤0.35 32 ≤1.4 194

ET-CGM95G-063.8 4.5-9.0 6VDC 3.8 ≤0.06 2.5 ≤0.35 35 ≤1.4 211

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 6VDC, 12VDC, 6VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

2 4

37 162

MODEL

VOLTAGE NO LOAD AT STALL

OPERATIO
N RANGE

NOMINAL

Gear Ratio 973

1059

66 315

594

65160 265

86

 ET-CGM95-G

Typical Applications

Gear Ratio Stage 5

ETONM MOTOR

AT  RAT ED LOAD
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High Torgue Low Speed WEIGHT: 1000g(APPROX)

Performance Ranage

Voltage: 12~36VDC Home and office Automation 

Speed: 0.1~100rpm Auto Eqipment and Apparatus

Torque: 10~1000kg.cm Vending and Banking

UNIT: MM

 

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-FGM119A-1247 6-18 12VDC 47 ≤0.9 34.5 ≤3.9 69.5 ≤13.5 226

ET-FGM119A-1224 6-18 12VDC 24 ≤0.9 17.5 ≤3.9 175 ≤13.5 527

ET-FGM119A-1216 6-18 12VDC 16 ≤0.9 11.3 ≤3.9 204 ≤13.5 650*

ET-FGM119A-1210 6-18 12VDC 10 ≤0.9 7.4 ≤3.9 300 ≤13.5 650*

ET-FGM119A-1208 6-18 12VDC 8 ≤0.9 6 ≤3.9 300 ≤13.5 650*

ET-FGM119A-126.5 6-18 12VDC 6.5 ≤0.9 4.7 ≤3.9 300 ≤13.5 650*

ET-FGM119A-124.5 6-18 12VDC 4.5 ≤0.9 3.2 ≤3.9 300 ≤13.5 650*

ET-FGM119A-1204 6-18 12VDC 4 ≤0.9 2.6 ≤3.9 300 ≤13.5 650*

ET-FGM119A-1203 6-18 12VDC 3 ≤1.0 1.9 ≤4.5 300 ≤13.5 650*

ET-FGM119A-121.8 6-18 12VDC 1.8 ≤1.0 1.2 ≤4.5 300 ≤13.5 650*

ET-FGM119A-121.2 6-18 12VDC 1.2 ≤1.0 0.7 ≤4.5 300 ≤13.5 650*

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 12VDC, 24VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motors.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

MODEL OPERATE
RANGE

NOMINAL

VOLTAGE AT STALL

Gear Ratio Stage

Gear Ratio

3 4

NO LOAD

127

722

5078251
1269

1601

389

590

 
Typical Applications

897

1929

5 6

3385

ETONM MOTOR

AT  RAT ED LOAD

ET-FGM119-A
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WEIGHT: 950g(APPROX) 

Performance Ranage

Voltage: 12~24VDC Home and office Automation 

Speed: 0.1~100rpm Auto Eqipment and Apparatus

Torque: 10~900kg.cm Vending and Banking

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-FGM119B-2447 12-28 24VDC 47 ≤0.17 34.5 ≤0.9 28 ≤4.5 111

ET-FGM119B-2424 12-28 24VDC 24 ≤0.17 17.5 ≤0.9 55 ≤4.5 220

ET-FGM119B-2416 12-28 24VDC 16 ≤0.17 11.3 ≤0.9 85 ≤4.5 340

ET-FGM119B-2410 12-28 24VDC 10 ≤0.17 7.4 ≤0.9 129 ≤4.5 496

ET-FGM119B-2408 12-28 24VDC 8 ≤0.17 6 ≤0.9 152 ≤4.5 600*

ET-FGM119B-246.5 12-28 24VDC 6.5 ≤0.17 4.7 ≤0.9 188 ≤4.5 600*

ET-FGM119B-244.5 12-28 24VDC 4.5 ≤0.17 3.2 ≤0.9 252 ≤4.5 600*

ET-FGM119B-2404 12-28 24VDC 4 ≤0.17 2.6 ≤0.9 286 ≤4.5 600*

ET-FGM119B-2403 12-28 24VDC 3 ≤0.17 1.9 ≤0.9 300 ≤4.5 600*

ET-FGM119B-241.8 12-28 24VDC 1.8 ≤0.18 1.2 ≤1.0 300 ≤4.5 600*

ET-FGM119B-241.2 12-28 24VDC 1.2 ≤0.18 0.7 ≤1.0 300 ≤4.5 600*

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 12VDC, 24VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motors.

AT STALL

OPERATIO
N RANGE

NOMINAL
MODEL

VOLTAGE NO LOAD

897

722 1929

389 1269 3385
251 590 1601 5078

 ET-FGM119-B

Typical Applications

Gear Ratio

Gear Ratio Stage 3 4 5 6
127

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

ETONM MOTOR

AT  RAT ED LOAD

High Torque Low Speed
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WEIGHT: 900g(APPROX)

Performance Ranage

Voltage: 12~24VDC Home and office Automation 

Speed: 0.1~100rpm Auto Eqipment and Apparatus

Torque: 10~800kg.cm Vending and Banking

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-FGM119C-1235 6-18 12VDC 35 ≤0.2 26 ≤0.8 14 ≤3.0 55

ET-FGM119C-1218 6-18 12VDC 18 ≤0.2 13 ≤0.8 27 ≤3.0 110

ET-FGM119C-1212 6-18 12VDC 12 ≤0.2 8.4 ≤0.8 42 ≤3.0 170

ET-FGM119C-127.6 6-18 12VDC 7.6 ≤0.2 5.6 ≤0.8 64 ≤3.0 247

ET-FGM119C-1206 6-18 12VDC 6 ≤0.2 4.4 ≤0.8 79 ≤3.0 303

ET-FGM119C-1205 6-18 12VDC 5 ≤0.2 3.5 ≤0.8 94 ≤3.0 365

ET-FGM119C-123.5 6-18 12VDC 3.5 ≤0.2 2.3 ≤0.8 136 ≤3.0 505

ET-FGM119C-122.8 6-18 12VDC 2.8 ≤0.2 1.8 ≤0.8 156 ≤3.0 600*

ET-FGM119C-122.3 6-18 12VDC 2.3 ≤0.2 1.5 ≤0.8 217 ≤3.0 600*

ET-FGM119C-121.3 6-18 12VDC 1.3 ≤0.3 0.85 ≤0.9 330 ≤3.0 600*

ET-FGM119C-120.9 6-18 12VDC 0.9 ≤0.3 0.5 ≤0.9 300 ≤3.0 600*

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 12VDC, 24VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motors.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

ET-FGM119-C

Typical Applications

Gear Ratio

Gear Ratio Stage 3 4 5 6
127 389 1269 3385
251 590 1601 5078

722 1929

897

AT STALL

OPERATIO
N RANGE

NOMINAL
MODEL

VOLTAGE NO LOAD

ETONM MOTOR

AT  RAT ED LOAD

High Torque Low Speed
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WEIGHT: 1000g(APPROX) 

Performance Ranage

Voltage: 90~230VDC Home and office Automation 

Speed: 0.1~100rpm Auto Eqipment and Apparatus

Torque: 10~1000kg.cm Vending and Banking

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-FGM119D-12047 100-150 120VDC 47 ≤0.11 34.5 ≤0.5 69.5 ≤2.0 226

ET-FGM119D-12024 100-150 120VDC 24 ≤0.11 17.5 ≤0.5 175 ≤2.0 527

ET-FGM119D-12015 100-150 120VDC 15 ≤0.11 11.3 ≤0.5 204 ≤2.0 650*

ET-FGM119D-12010 100-150 120VDC 10 ≤0.11 7.4 ≤0.5 300 ≤2.0 650*

ET-FGM119D-12008 100-150 120VDC 8 ≤0.11 6 ≤0.5 300 ≤2.0 650*

ET-FGM119D-1206.5 100-150 120VDC 6.5 ≤0.11 4.7 ≤0.5 300 ≤2.0 650*

ET-FGM119D-1204.5 100-150 120VDC 4.5 ≤0.11 3.2 ≤0.5 300 ≤2.0 650*

ET-FGM119D-1204.0 100-150 120VDC 4 ≤0.11 2.6 ≤0.5 300 ≤2.0 650*

ET-FGM119D-1203.0 100-150 120VDC 3 ≤0.12 1.9 ≤0.5 300 ≤2.0 650*

ET-FGM119D-1201.8 100-150 120VDC 1.8 ≤0.12 1.2 ≤0.5 300 ≤2.0 650*

ET-FGM119D-1201.2 100-150 120VDC 1.2 ≤0.13 0.7 ≤0.5 300 ≤2.0 650*

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 120VDC, 230VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

 ET-FGM119-D

3385

5078

897

1929

251
1269

1601

389

590

NO LOAD

722

AT STALL

Gear Ratio Stage 3 4 5 6
127

Typical Applications

Gear Ratio

MODEL OPERATIO
N RANGE

NOMINAL

VOLTAGE

ETONM MOTOR

AT  RAT ED LOAD

High Torque Low Speed
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    WEIGHT: 700g(APPROX)

Performance Ranage

Voltage: 6~36VDC Home and office Automation 

Speed: 1~500rpm Banking and Vending System

Torque: 3~300kg.cm Equipment and Apparatus

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-ZGM76A-12125 6-18 12VDC 125 ≤0.45 91 ≤2.0 13 ≤7.0 53

ET-ZGM76A-1268 6-18 12VDC 68 ≤0.45 50 ≤2.0 24 ≤7.0 96

ET-ZGM76A-1248 6-18 12VDC 48 ≤0.45 35 ≤2.0 34 ≤7.0 137

ET-ZGM76A-1232 6-18 12VDC 32 ≤0.5 21 ≤2.0 45 ≤7.0 181

ET-ZGM76A-1229 6-18 12VDC 29 ≤0.5 19 ≤2.0 50 ≤7.0 250*

ET-ZGM76A-1223 6-18 12VDC 23 ≤0.5 15 ≤2.0 64 ≤7.0 250*

ET-ZGM76A-1221 6-18 12VDC 21 ≤0.5 13 ≤2.0 71 ≤7.0 250*

ET-ZGM76A-1216 6-18 12VDC 16 ≤0.5 11 ≤2.0 80 ≤7.0 250*

ET-ZGM76A-1214 6-18 12VDC 14 ≤0.5 8 ≤2.0 80 ≤7.0 250*

ET-ZGM76A-1212 6-18 12VDC 12 ≤0.5 7 ≤2.0 80 ≤7.0 250*

ET-ZGM76A-1210 6-18 12VDC 10 ≤0.6 6 ≤2.0 80 ≤7.0 250*

ET-ZGM76A-1208 6-18 12VDC 8 ≤0.6 5 ≤2.0 80 ≤7.0 250*

ET-ZGM76A-1205 6-18 12VDC 5 ≤0.6 3 ≤2.0 80 ≤7.0 250*

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 6VDC, 12VDC, 24VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motors.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

392

277

36 322

456

219 555

155

Gear Ratio Stage 3

 ET-ZGM76-A

4

Typical Applications

5

139

Gear Ratio

MODEL

VOLTAGE NO LOAD

94

66

AT STALL

OPERATIO
N RANGE

NOMINAL

198

833

ETONM MOTOR

AT  RAT ED LOAD

High Torque Low Speed
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    WEIGHT: 550g(APPROX)

Performance Ranage
Voltage: 6~36VDC Home and office Automation 
Speed: 1~500rpm Banking and Vending System
Torque: 3~250kg.cm Equipment and Apparatus

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-ZGM76B-12166 12-28 24VDC 166 ≤0.2 122 ≤1.0 8 ≤4.0 43

ET-ZGM76B-1291 12-28 24VDC 91 ≤0.2 66 ≤1.0 15 ≤4.0 79

ET-ZGM76B-1263 12-28 24VDC 63 ≤0.2 46 ≤1.0 21 ≤4.0 113

ET-ZGM76B-1243 12-28 24VDC 43 ≤0.2 28 ≤1.0 29 ≤4.0 167

ET-ZGM76B-1239 12-28 24VDC 39 ≤0.2 25 ≤1.0 31 ≤4.0 186

ET-ZGM76B-1231 12-28 24VDC 31 ≤0.2 20 ≤1.0 39 ≤4.0 200

ET-ZGM76B-1227 12-28 24VDC 27 ≤0.2 18 ≤1.0 43 ≤4.0 250*

ET-ZGM76B-1222 12-28 24VDC 22 ≤0.2 14 ≤1.0 54 ≤4.0 250*

ET-ZGM76B-1219 12-28 24VDC 19 ≤0.2 11 ≤1.0 58 ≤4.0 250*

ET-ZGM76B-1215 12-28 24VDC 15 ≤0.2 9 ≤1.0 70 ≤4.0 250*

ET-ZGM76B-1213 12-28 24VDC 13 ≤0.2 8 ≤1.0 80 ≤4.0 250*

ET-ZGM76B-1211 12-28 24VDC 11 ≤0.2 7 ≤1.0 80 ≤4.0 250*

ET-ZGM76B-1207 12-28 24VDC 7 ≤0.2 4 ≤1.0 80 ≤4.0 250*

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 6VDC, 12VDC, 24VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motors.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

AT STALL

456

219

277

555

833

Gear Ratio

36 322
66 392155

94

139

198

MODEL

VOLTAGE NO LOAD

OPERATIO
N RANGE

NOMINAL

Gear Ratio Stage 3

 ET-ZGM76-B

4

Typical Applications

5

ETONM MOTOR

AT  RAT ED LOAD

High Torque Low Speed
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WEIGHT: 450g(APPROX) 

Performance Ranage Typical Applications

Voltage: 6~24VDC Auto Actuator and Valve

Speed: 0.1~50rpm Banking and Vending System

Torque: 5~200kg.cm Equipment and Apparatus

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-ZGMP38A-1228 6-18 12VDC 28 ≤0.07 20.7 ≤0.7 12 ≤3.0 44

ET-ZGMP38A-1220 6-18 12VDC 20 ≤0.07 14.6 ≤0.7 17 ≤3.0 65

ET-ZGMP38A-1214.5 6-18 12VDC 14.5 ≤0.07 10.6 ≤0.7 23 ≤3.0 86

ET-ZGMP38A-127.8 6-18 12VDC 7.8 ≤0.07 5.5 ≤0.7 40 ≤3.0 149

ET-ZGMP38A-1207 6-18 12VDC 7 ≤0.07 5.2 ≤0.7 43 ≤3.0 159

ET-ZGMP38A-125.5 6-18 12VDC 5.5 ≤0.07 3.8 ≤0.7 58 ≤3.0 199

ET-ZGMP38A-1205 6-18 12VDC 5 ≤0.07 3.2 ≤0.7 64 ≤3.0 250*

ET-ZGMP38A-1202 6-18 12VDC 2 ≤0.08 1.3 ≤0.8 100* ≤3.0 250*

ET-ZGMP38A-121.3 6-18 12VDC 1.3 ≤0.08 0.85 ≤0.8 100* ≤3.0 250*

ET-ZGMP38A-120.9 6-18 12VDC 0.9 ≤0.08 0.58 ≤0.8 100* ≤3.0 250*

ET-ZGMP38A-120.6 6-18 12VDC 0.6 ≤0.08 0.35 ≤0.8 100* ≤3.0 250*

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 6VDC, 12VDC, 24VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motors.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

NOMINAL

VOLTAGE

 ET-ZGMP38-A

NO LOAD

409

211

307
765

AT STALL

Gear Ratio Stage 4 5 6 7

818

MODEL OPERATION
RANGE

Gear Ratio
6632

9948

3061

4592

1105

1228

ETONM MOTOR

AT  RAT ED LOAD

High Torque Low Speed
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High Torque Low Speed WEIGHT: 450g(APPROX) 

Performance Ranage Typical Applications

Voltage: 6~24VDC Auto Actuator and Valve

Speed: 0.1~50rpm Banking and Vending System

Torque: 5~200kg.cm Equipment and Apparatus

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min A r/min A kg.cm A kg.cm

ET-ZGMP38B-2428 6-18 12VDC 28 ≤0.07 20.7 ≤0.7 12 ≤3.0 44

ET-ZGMP38B-2420 6-18 12VDC 20 ≤0.07 14.6 ≤0.7 17 ≤3.0 65

ET-ZGMP38B-2414.5 6-18 12VDC 14.5 ≤0.07 10.6 ≤0.7 23 ≤3.0 86

ET-ZGMP38B-247.8 6-18 12VDC 7.8 ≤0.07 5.5 ≤0.7 40 ≤3.0 149

ET-ZGMP38B-2407 6-18 12VDC 7 ≤0.07 5.2 ≤0.7 43 ≤3.0 159

ET-ZGMP38B-245.5 6-18 12VDC 5.5 ≤0.07 3.8 ≤0.7 58 ≤3.0 199

ET-ZGMP38B-2405 6-18 12VDC 5 ≤0.07 3.2 ≤0.7 64 ≤3.0 250*

ET-ZGMP38B-2402 6-18 12VDC 2 ≤0.08 1.3 ≤0.8 100* ≤3.0 250*

ET-ZGMP38B-241.3 6-18 12VDC 1.3 ≤0.08 0.85 ≤0.8 100* ≤3.0 250*

ET-ZGMP38B-240.9 6-18 12VDC 0.9 ≤0.08 0.58 ≤0.8 100* ≤3.0 250*

ET-ZGMP38B-240.6 6-18 12VDC 0.6 ≤0.08 0.35 ≤0.8 100* ≤3.0 250*

Remarks: 

1. Gearbox Shaft can be made with double shaft, shaft dimension can be customized.

2. The Voltage can be 6VDC, 12VDC, 24VDC; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motors.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

Gear Ratio Stage 4 5

 ET-ZGMP38-B

6 7

1105 3061

6632

818 1228

AT STALLNO LOAD

9948

4592

765
307

OPERATIO
N RANGE

NOMINAL

Gear Ratio

MODEL

VOLTAGE

409

211

ETONM MOTOR

AT  RAT ED LOAD
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ETONM MOTOR
WEIGHT: 80g(APPROX)

Performance Ranage Typical Applications
Voltage: 3.0-24VDC Precise Equipment & machine

Speed: 0.9-2000rpm Safe and Locking

Torque 0.05-12kg.cm Electric Valve

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min mA r/min mA kg.cm A kg.cm

ET-PGM16-062000 4.5-7.2V 6VDC 2000 ≤40 1640 ≤140 0.02 ≤0.6 0.14

ET-PGM16-06500 4.5-7.2V 6VDC 500 ≤40 400 ≤140 0.09 ≤0.6 0.6

ET-PGM16-06348 4.5-7.2V 6VDC 348 ≤40 275 ≤140 0.13 ≤0.6 0.8

ET-PGM16-06185 4.5-7.2V 6VDC 186 ≤40 145 ≤140 0.23 ≤0.6 1.5

ET-PGM16-06105 4.5-7.2V 6VDC 105 ≤40 80 ≤140 0.4 ≤0.6 2.7

ET-PGM16-0689 4.5-7.2V 6VDC 89 ≤40 67 ≤140 0.48 ≤0.6 3.3

ET-PGM16-0653 4.5-7.2V 6VDC 53 ≤40 39 ≤140 0.79 ≤0.6 5.4

ET-PGM16-0631 4.5-7.2V 6VDC 31 ≤40 22 ≤140 1.3 ≤0.6 9.2

ET-PGM16-0626 4.5-7.2V 6VDC 26 ≤40 19 ≤140 1.5 ≤0.6 10*

ET-PGM16-0622 4.5-7.2V 6VDC 22 ≤40 16 ≤140 1.8 ≤0.6 10*

ET-PGM16-0618 4.5-7.2V 6VDC 18 ≤40 13 ≤140 2.1 ≤0.6 10*

ET-PGM16-0611 4.5-7.2V 6VDC 11 ≤40 7.5 ≤140 3.3 ≤0.6 12*

ET-PGM16-067.8 4.5-7.2V 6VDC 7.8 ≤40 4.5 ≤150 4.8 ≤0.6 12*

ET-PGM16-063.3 4.5-7.2V 6VDC 3.3 ≤40 1.8 ≤150 6.0 ≤0.6 12*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 1.5V,3V, 4.5V, 5V, 6V, 12V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605

2036

26.716

509

19.5 23

1024

90
107

304

361

428

1216

1444

1715

Gearbox Length(L)

1, 2 3 4
4

5
150

256

43

64

 ET-PGM16

Gear Ratio Stage

Gear Ratio

MODEL OPERATION
RANGE

NOMINAL

VOLTAGE AT STALL

5

NO LOAD

12

16

19
23

76

AT RATED LOAD

712

UNIT: 

M2×3 dp

L

Planetary Gearbox Motor

42



WEIGHT: 150g(APPROX) 

Performance Ranage Typical Applications
Voltage: 6.0-24VDC Automatic Acuator

Speed: 0.9-2000rpm Medical Equipment & Advice

Torque 0.05-16kg.cm Electric Valve

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min mA r/min mA kg.cm A kg.cm

ET-PGM22A-241500 12-28.0V 24VDC 1500 ≤60 1280 ≤360 0.26 ≤1.2 1.4

ET-PGM22A-24500 12-28.0V 24VDC 500 ≤60 400 ≤360 0.75 ≤1.2 4.4

ET-PGM22A-24315 12-28.0V 24VDC 315 ≤60 260 ≤360 1.2 ≤1.2 7

ET-PGM22A-24139 12-28.0V 24VDC 139 ≤60 108 ≤360 2.6 ≤1.2 12*

ET-PGM22A-2494 12-28.0V 24VDC 94 ≤60 72 ≤360 3.7 ≤1.2 12*

ET-PGM22A-2466 12-28.0V 24VDC 66 ≤60 50 ≤360 5.2 ≤1.2 12*

ET-PGM22A-2440 12-28.0V 24VDC 40 ≤60 30 ≤360 8.0 ≤1.2 12*

ET-PGM22A-2423 12-28.0V 24VDC 23 ≤60 16.5 ≤360 8.0 ≤1.2 12*

ET-PGM22A-2420 12-28.0V 24VDC 20 ≤60 14 ≤360 8.0 ≤1.2 12*

ET-PGM22A-2417 12-28.0V 24VDC 17 ≤60 11.5 ≤360 8.0 ≤1.2 12*

ET-PGM22A-2414 12-28.0V 24VDC 14 ≤60 9.5 ≤360 8.0 ≤1.2 12*

ET-PGM22A-2406 12-28.0V 24VDC 6 ≤60 3.8 ≤360 8.0 ≤1.2 15*

ET-PGM22A-243.5 12-28.0V 24VDC 3.5 ≤60 2.1 ≤360 8.0 ≤1.2 15*

ET-PGM22A-242.9 12-28.0V 24VDC 2.9 ≤60 1.7 ≤360 8.0 ≤1.2 15*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED www.etonm.com     info@etonm.com  0086-755-84019605          

AT STALL

5

NO LOAD

16

19

90

AT RATED LOAD

1024

MODEL OPERATION
RANGE

NOMINAL

VOLTAGE

Gearbox Length(L)

1216

304

361

428

 ET-PGM22-A

Gear Ratio Stage

Gear Ratio

1,2 3 4
4
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150
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1444

1715

2036

26.716 19.5 23

ETONM MOTOR
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L
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WEIGHT: 280g(APPROX) 

Performance Ranage Typical Applications
Voltage: 6.0-24VDC Precise Equipment & Apparatus

Speed: 0.9-2000rpm Acuator and Electric Valve

Torque 0.1-60kg.cm Auto Curtain and Robotics

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min mA r/min mA kg.cm A kg.cm

ET-PGM28A-241621 12-28V 24VDC 1621 ≤70 1459 ≤370 0.33 ≤1.4 1.5

ET-PGM28A-241153 12-28V 24VDC 1153 ≤70 1038 ≤370 0.47 ≤1.4 2.1

ET-PGM28A-24428 12-28V 24VDC 428 ≤70 347 ≤370 1.1 ≤1.4 5.6

ET-PGM28A-24315 12-28V 24VDC 315 ≤70 255 ≤370 1.5 ≤1.4 7.6

ET-PGM28A-24222 12-28V 24VDC 222 180 179 ≤370 2.2 ≤1.4 11

ET-PGM28A-24117 12-28V 24VDC 117 ≤70 86 ≤370 3.7 ≤1.4 20

ET-PGM28A-2484 12-28V 24VDC 84 ≤70 62 ≤370 5.2 ≤1.4 28

ET-PGM28A-2460 12-28V 24VDC 60 ≤70 44 ≤370 7.3 ≤1.4 40

ET-PGM28A-2443 12-28V 24VDC 43 ≤70 32 ≤370 10 ≤1.4 55

ET-PGM28A-2432 12-28V 24VDC 32 ≤70 21 ≤370 12.5 ≤1.4 70*

ET-PGM28A-2423 12-28V 24VDC 23 ≤70 15 ≤370 17 ≤1.4 70*

ET-PGM28A-2416 12-28V 24VDC 16 ≤70 10.5 ≤370 20 ≤1.4 70*

ET-PGM28A-2411.6 12-28V 24VDC 11.6 ≤70 7.6 ≤370 20 ≤1.4 70*

ET-PGM28A-248.3 12-28V 24VDC 8.3 ≤70 5.5 ≤370 20 ≤1.4 70*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED www.etonm.com     info@etonm.com  0086-755-84019605

51.527.5 35.5 43.5

AT STALL

100

139
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515
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5.2
51
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Gear Ratio Stage

Gear Ratio

MODEL OPERATIO
N RANGE
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WEIGHT: 220g(APPROX) 

Performance Ranage Typical Applications
Voltage: 6.0-12VDC Precise Equipment & machine

Speed: 0.9-2000rpm Acuator and Electric Valve

Torque 0.1-70kg.cm Power Tool

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min mA r/min mA kg.cm A kg.cm

ET-PGM28B-121621 9-14V 12VDC 1621 ≤100 1459 ≤600 0.26 ≤2.0 1.1

ET-PGM28B-121151 9-14V 12VDC 1151 ≤100 1039 ≤600 0.37 ≤2.0 1.5

ET-PGM28B-12429 9-14V 12VDC 429 ≤100 347 ≤600 0.9 ≤2.0 4.2

ET-PGM28B-12316 9-14V 12VDC 316 ≤100 256 ≤600 1.23 ≤2.0 5.7

ET-PGM28B-12222 9-14V 12VDC 222 ≤100 179 ≤600 1.74 ≤2.0 8

ET-PGM28B-12118 9-14V 12VDC 118 ≤100 86 ≤600 2.98 ≤2.0 15

ET-PGM28B-1285 9-14V 12VDC 85 ≤100 62 ≤600 4.15 ≤2.0 21

ET-PGM28B-1260 9-14V 12VDC 60 ≤100 44 ≤600 5.84 ≤2.0 30

ET-PGM28B-1243 9-14V 12VDC 43 ≤100 31 ≤600 8.11 ≤2.0 42

ET-PGM28B-1232 9-14V 12VDC 32 ≤100 21 ≤600 9.9 ≤2.0 57

ET-PGM28B-1223 9-14V 12VDC 23 ≤100 15 ≤600 13.9 ≤2.0 70*

ET-PGM28B-1216 9-14V 12VDC 16 ≤100 11 ≤600 19.5 ≤2.0 70*

ET-PGM28B-1212 9-14V 12VDC 12 ≤100 7.7 ≤600 20 ≤2.0 70*

ET-PGM28B-128.3 9-14V 12VDC 8.3 ≤100 5.5 ≤600 20 ≤2.0 70*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO.,LIMITED

4

NO LOAD

27

AT RATED LOAD

189

264

MODEL OPERATIO
N RANGE

NOMINAL

VOLTAGE

 ET-PGM28-B

Gear Ratio Stage

Gear Ratio

Gearbox Length(L)mm

1 2 3
3.7

5.2
51

71

14
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100
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515

721

www.etonm.com    info@etonm.com  0086-755-84019605

51.527.5 35.5 43.5

AT STALL

ETONM MOTOR
Planetary Gearbox Motor
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WEIGHT: 230g(APPROX) 

Performance Ranage Typical Applications
Voltage: 6.0-36VDC Precise Equipment & machine

Speed: 0.9-1500rpm Banking and Vending System

Torque 0.5-90Kg.cm Electric Valve

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min mA r/min A kg.cm A kg.cm

ET-PGM32-121500 9-14V 12VDC 1500 ≤220 1350 ≤1.2 0.65 ≤5.0 2.88

ET-PGM32-12461 9-14V 12VDC 461 ≤220 373 ≤1.2 1.9 ≤5.0 9.36

ET-PGM32-122285 9-14V 12VDC 285 ≤220 231 ≤1.2 3 ≤5.0 15

ET-PGM32-12162 9-14V 12VDC 162 ≤220 128 ≤1.2 5.2 ≤5.0 26.6

ET-PGM32-12115 9-14V 12VDC 115 ≤220 90 ≤1.2 7.3 ≤5.0 37.5

ET-PGM32-1283 9-14V 12VDC 83 ≤220 65 ≤1.2 9.7 ≤5.0 51.8

ET-PGM32-1261 9-14V 12VDC 61 ≤220 47 ≤1.2 13.4 ≤5.0 71.2

ET-PGM32-1247 9-14V 12VDC 47 ≤220 34.5 ≤1.2 16.5 ≤5.0 90*

ET-PGM32-1234 9-14V 12VDC 34 ≤220 25 ≤1.2 22.8 ≤5.0 90*

ET-PGM32-1225 9-14V 12VDC 25 ≤220 17.7 ≤1.2 30 ≤5.0 90*

ET-PGM32-1218 9-14V 12VDC 18 ≤220 12.6 ≤1.2 42 ≤5.0 90*

ET-PGM32-1213 9-14V 12VDC 13 ≤220 9 ≤1.2 50* ≤5.0 90*

ET-PGM32-1210 9-14V 12VDC 10 ≤220 6.8 ≤1.2 50* ≤5.0 90*

ET-PGM32-123.9 9-14V 12VDC 3.9 ≤220 2.3 ≤1.2 50* ≤5.0 90*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED            www.etonm.com     info@etonm.com  0086-755-84019605
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WEIGHT: 400g(APPROX) 

Performance Ranage Typical Applications
Voltage: 6.0-24VDC Precise Equipment & machine

Speed: 0.5-1500rpm Banking and Vending System

Torque 1-130kg.cm Electric Valve and Robot

4 5

189 977

264 1367

369 1910

515 2671

721 3736

50.5 58.5

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min mA r/min A kg.cm A kg.cm

ET-PGM36-121621 6-15V 12VDC 1621 ≤350 1459 ≤2.0 1 ≤6.0 4.4

ET-PGM36-121151 6-15V 12VDC 1151 ≤350 1038 ≤2.0 1.4 ≤6.0 6

ET-PGM36-12429 6-15V 12VDC 429 ≤350 347 ≤2.0 3.4 ≤6.0 17

ET-PGM36-12316 6-15V 12VDC 316 ≤350 256 ≤2.0 4.6 ≤6.0 23

ET-PGM36-12222 6-15V 12VDC 222 ≤350 162 ≤2.0 5.9 ≤6.0 32

ET-PGM36-12118 6-15V 12VDC 118 ≤350 86 ≤2.0 11 ≤6.0 61

ET-PGM36-1285 6-15V 12VDC 85 ≤350 62 ≤2.0 16 ≤6.0 100*

ET-PGM36-1260 6-15V 12VDC 60 ≤350 44 ≤2.0 22 ≤6.0 100*

ET-PGM36-1243 6-15V 12VDC 43 ≤350 32 ≤2.0 30 ≤6.0 100*

ET-PGM36-1232 6-15V 12VDC 32 ≤350 21 ≤2.0 35 ≤6.0 100*

ET-PGM36-1223 6-15V 12VDC 23 ≤350 15 ≤2.0 35 ≤6.0 100*

ET-PGM36-1216 6-15V 12VDC 16 ≤350 11 ≤2.0 40 ≤6.0 100*

ET-PGM36-1212 6-15V 12VDC 12 ≤350 7.6 ≤2.0 40 ≤6.0 100*

ET-PGM36-121.6 6-15V 12VDC 1.6 ≤350 0.96 ≤2.0 40 ≤6.0 100*

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED         

51

71

100

1 2 3

273.7

 ET-PGM36

Gear Ratio Stage

Gear Ratio
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14
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N RANGE

NOMINAL

VOLTAGE

 www.etonm.com     info@etonm.com  0086-755-84019605
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ETONM MOTOR
Planetary Gearbox Motor
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WEIGHT: 700g(APPROX) 

Performance Ranage Typical Applications
Voltage: 6.0-24VDC Precise Equipment & machine

Speed: 0.5-1500rpm Automatic Door and Dispenser

Torque 1-200kg.cm Electric Valve and Robot

UNIT: MM

SPEED CURRENT SPEED CURRENT TORQUE CURRENT TORQUE

r/min mA r/min A kg.cm A kg.cm

ET-PGM42-24810 12-28V 24VDC 810 ≤110 729 ≤0.5 1.2 ≤2.0 5.2

ET-PGM42-24588 12-28V 24VDC 588 ≤110 529 ≤0.5 1.6 ≤2.0 7.1

ET-PGM42-24231 12-28V 24VDC 231 ≤110 187 ≤0.5 3.7 ≤2.0 18.2

ET-PGM42-24167 12-28V 24VDC 167 ≤110 135 ≤0.5 5.1 ≤2.0 25.2

ET-PGM42-24120 12-28V 24VDC 120 ≤110 97 ≤0.5 7.1 ≤2.0 35

ET-PGM42-2461 12-28V 24VDC 61 ≤110 45 ≤0.5 12.5 ≤2.0 69

ET-PGM42-2445 12-28V 24VDC 45 ≤110 33 ≤0.5 17.1 ≤2.0 94

ET-PGM42-2433 12-28V 24VDC 33 ≤110 24 ≤0.5 23.5 ≤2.0 129

ET-PGM42-2424 12-28V 24VDC 24 ≤110 18 ≤0.5 32 ≤2.0 175

Remarks: 

1. Shaft dimension can be customized.

2. The Voltage can be 6V, 12V, 24V; The DC Motor's speed is adjustable.

3. This gearbox can matched with other DC Motor.

ETONM MOTOR CO., LIMITED
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         www.etonm.com     info@etonm.com  0086-755-84019605        
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59

MODEL

VOLTAGE NO LOAD AT RATED LOAD AT STALL

SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

g.cm Ag.cm
NOMINAL

RANGE

ET0NM MOTOR CO.,LIMITED www.etonm.com  info@etonm.com 0086-0755-84019605

ET-DCM32BL-052700

5.0-9.0

5V CONSTANT

rpm

2700

4000

A

0.05

0.07

rpm

2200
3300

A

0.12

0.23

11

12 68

0.41

0.56ET-DCM32BL-064000

Performance  Ranage
Voltage: 3-18VDC

Speed: 1500-8000rpm

Torque: 5-300g.cm

WEIGHT: 35g.cm(APPROX)

WORKING 

6V CONSTANT

9.0-14.0 5000 0.08 4200 0.20 14 87 0.86ET-DCM32BL-125000 12 V CONSTANT

Brushless DC Motor

Typical Applications
Home and Office Automation

Equipment and Apparatus

Electric Fan and Humidifier

ETONM MOTORET-DCM32BL
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136

MODEL

VOLTAGE NO LOAD AT RATED LOAD AT STALL 

SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

g.cm Ag.cm
NOMINAL

RANGE

ET0NM MOTOR CO.,LIMITED www.etonm.com  info@etonm.com 0086-0755-84019605

ET-DCM36BL-242400 9.0-14.0 24 V CONS TANT

rpm

2400

3900

A

0.05

0.15

rpm

1900

2900

A

0.09

0.43

44

90 351

0.25

1.25ET-DCM35BL-123900

Performance  Ranage
Voltage: 6-24VDC

Speed: 2000-8000rpm

Torque: 100-1500g.cm

WEIGHT: 72g.cm(APPROX)

UNIT: MM

WORKING

12V CONS TANT

20.0-26.0 4500 0.10 3200 0.26 110 380 0.70ET-DCM35BL-244500 24 V CONS TANT

Brushless DC Motor

Typical Applications
Home and Office Automation

Equipment and Apparatus

Electric Fan

ETONM MOTORET-DCM35BL

20.0-26.0

450090 1.5

300060 1.0

400200
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22
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Ø
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0

1007 AWG24

25

Wire No and Function can be customized.

MAXØ35.8
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MODEL

VOLTAGE NO LOAD AT RATED LOAD AT STALL

SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

g.cm Ag.cm
NOMINAL

RANGE

ET0NM MOTOR CO.,LIMITED www.etonm.com  info@etonm.com 0086-0755-84019605

ET-DCM3650BLA-123200 10.0-14.0

21.0-26.0

12 V CONS TANT

rpm

3200

6500

A

0.25

0.33

rpm

2500

5800

A

1.20

1.55

300

400 3714

4.20

11.5ET-DCM3650BLA-126500

Performance  Ranage
Voltage: 6-24VDC

Speed: 2000-8000rpm

Torque: 100-4000g.cm

WEIGHT: 200g.cm(APPROX)

UNIT: MM

WORKING

24V CONS TANT

21.0-26.0 4000 0.25 3200 1.16 320 1600 4.65ET-DCM3650BLA-244000 24 V CONS TANT

Brushless DC Motor

Typical Applications
Home and Office Automation

Equipment and Apparatus

Electric Fan

ETONM MOTORET-DCM36BL-A

Ø
13

4.5

10.5

57

65.5±0.2

2-M3 Ø
3.

17
5

1007 AWG22 55MM LONG
PH-2P CONNECTOR

25

MAXØ35.9

Wire No and Function can be Customized.
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4.590 3600
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MODEL

VOLTAGE NO LOAD AT RATED LOAD AT S TALL

SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

g.cm Ag.cm
NOMINAL

RANGE

ET0NM MOTOR CO.,LIMITED www.etonm.com  info@etonm.com 0086-0755-84019605

ET-DCM3650BLB-123500 10.0-14.0

10.0-14.0

12 V CONS TANT

rpm

3500

6000

A

0.28

0.32

rpm

3000

5000

A

1.20

1.95

260

300 1800

5.65

9.25ET-DCM3650BLB-126000

Performance  Ranage
Voltage: 6-24VDC

Speed: 2000-8000rpm

Torque: 100-2500g.cm

WEIGHT: 180g.cm(APPROX)

UNIT: MM

WORKING

12V CONS TANT

10.0-26.0 5000 0.25 4150 1.10 280 1647 5.20ET-DCM3650BLB-245000 24 V CONS TANT

Brushless DC Motor

Typical Applications
Home and Office Automation

Equipment and Apparatus

Electric Fan and Humidifier

ETONM MOTORET-DCM36BL-B

750090 15.0

500060 10.0

20001000

TORQUE(g.cm)

250030 5.0
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2-M3
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1007 AWG22 55MM LONG
PH-2P CONNECTOR

25

MAXØ35.9

Wire No and Function can be Customized.
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MODEL

VOLTAGE NO LOAD AT RATED LOAD AT STALL 

SPEED CURRENT SPEED CURRENT TORQUE TORQUE CURRENT

g.cm Ag.cm
NOMINAL

RANGE

ET0NM MOTOR CO.,LIMITED www.etonm.com  info@etonm.com 0086-0755-84019605

ET-DCM37BL-063500

5.0-9.0

6V CONSTANT

rpm

3500

4800

A

0.11

0.12

rpm

2350
3200

A

0.38

0.25

27

50 150

0.70

0.55ET-DCM37BL-124800

Performance  Ranage
Voltage: 3-18VDC

Speed: 1500-8000rpm

Torque: 10-350g.cm

WEIGHT: 66g.cm(APPROX)

WORKING

12V CONSTATN

9.0-14.0 6800 0.15 3850 0.48 75 180 0.96ET-DCM37BL-126800 12 V CONSTANT

Brushless DC Motor

Typical Applications
Home and Office Automation

Equipment and Apparatus

Electric Fan and Humidifier

ETONM MOTORET-DCM37BL

4.5-9.0

UNIT: MM
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0.330 1400

TORQUE(g.cm)

45 90

0.660 2800

0.990 4200
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ET-D  M0815F-09101 1.5~3.5 2.8V CONSTANT 22200 0.054 17230 0.19 0.13 1.3 0.23 0.58 5.9 0.65

DIRECTION OF ROTATION

ISO M1.2✕0.25 TAPPED HOLE
2 PLACES

(+)

(–)

WHITE MARK

5.4

10°

0.3
5.0 14.5

1.
0

1.0

12
°

6.1

6.
0

1.0

20.5 REF.

0.5

SHAFT LENGTH  20.0

8.0�
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1.
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3.
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�

Usable machine screw length 0.8~1.1 from 
motor mounting surface.

ET-DCCM0815F-08127 1.5V
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WEIGHT : 2.4g (APPROX)

SPEED CURRENT SPEED CURRENT TORQUE OUTPUT TORQUE CURRENTMODEL

VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

ET-DCM0815F-08127 3.5 MAX. 1.5V CONSTANT 9100 0.028 6750 0.080 0.065 0.66 0.046 0.25 2.5 0.23

ET-DC M0815F-09101 2.8V
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Ts 0.58

ETONM MOTOR CO., LIMITED www.etonm.com      info@etonm.com       0086-755-84019605 

C C

C

Unit: mm

Precise Metal-brush Motor   WEIGHT: 2.4g(APPROX)

Performance Range 

Voltage:  1.5-4.5VDC. Home and Office Automation  

Speed: 8000-30000rpm Precision Instruments  

Torque: 0.2-2.5g.cm. Digital Appliance 

 ET-DCM0815F

Typical Applications

ETONM MOTOR
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DIRECTION OF ROTATION

2 PLACES
ISO M1.4✕0.3 TAPPED HOLE

0.
4
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1.31.
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WHITE MARKSHAFT LENGTH  19.5

4.
0

�

4.
0

�

10.0�

1.
0

�

Usable machine screw length 1.2 max. from 
motor mounting surface.
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3.7V

SPEED CURRENT SPEED CURRENT TORQUE OUTPUT TORQUE CURRENTMODEL

VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

1.2~2.0 1.5V CONSTANT 17100 0.094 13300 0.33 0.15 1.6 0.21 0.69 7.0 1.15

1.5~4.0 2.8V CONSTANT 17800 0.052 14050 0.19 0.18 1.8 0.26 0.85 8.7 0.73

3.7~6.0 3.7V CONSTANT 12100 0.023 9280 0.076 0.13 1.4 0.13 0.57 5.8 0.25

WEIGHT : 5g (APPROX)

ET-D  M1015F-1255C

ET-D  M1015F-07230C

ET-D  M1015F-10120C

ET-DC M1015F-1255C C

ETONM MOTOR CO., LIMITED www.etonm.com      info@etonm.com       0086-755-84019605 

Unit: mm

Precise Metal-brush Motor   WEIGHT: 4g(APPROX)

Performance Range 

Voltage: 1.5-3.7VDC Home and Office Automation  

Speed: 7000-25000rpm Precision Instruments  

Torque: 1-8g.cm Digital Appliance 

 ET-DCM1015F

Typical Applications

ETONM MOTOR
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(+) (–)

2 PLACES
ISO M1.4✕0.3 TAPPED HOLE

WHITE MARK
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DIRECTION OF ROTATION

Usable machine screw length 1.3 max. from 
motor mounting surface.
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SPEED CURRENT SPEED CURRENT TORQUE OUTPUT TORQUE CURRENTMODEL

VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

2~5 3V CONSTANT 12100 0.045 9390 0.16 0.21 2.1 0.20 0.92 9.4 0.54ET-D  M1215F-10190C

ET-DC M1215F-10190C

ETONM MOTOR CO., LIMITED www.etonm.com      info@etonm.com       0086-755-84019605 

WEIGHT : 2.5g (APPROX)

Unit: mm

Precise Metal-brush Motor   WEIGHT: 5g(APPROX)

Performance Range 

Voltage:  1.5-7.2VDC: . Home and Office Automation  

Speed: 7000-30000rpm Precision Instruments  

Torque: 1-10g.cm Beauty and Care 

 ET-DCM1215F

Typical Applications

ETONM MOTOR

56



(–)(+)

WHITE MARK
ISO M2.0✕0.4 TAPPED HOLE
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SHAFT LENGTH  25.5

DIRECTION OF ROTATION

Usable machine screw length 1.5 max. from 
motor mounting surface.
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5.0V

SPEED CURRENT SPEED CURRENT TORQUE OUTPUT TORQUE CURRENTMODEL

VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

3~7 7V DC 14800 0.056 11500 0.20 0.56 5.7 0.67 2.50 25 0.68

ET-D  M1618F-11160 2.0~5.5 5V DC 13800 0.066 10870 0.25 0.53 5.4 0.60 2.50 25 0.91

 

ETONM MOTOR CO., LIMITED www.etonm.com      info@etonm.com       0086-755-84019605 

C ET-DC M1618F-11160C

C

ET-D  M1618F-09210C

1.5~4.5 4100 0.028 2900 0.071 0.21 2.1 0.062 0.74 7.6 0.18

3~6 11000 0.05 8150 0.17 3.27 7.3 0.64 2.16 22 0.60

ET-D  M1618F-08250C

ET-D  M1618F-11195C 5V DC

2.5V DC

WEIGHT : 11g (APPROX)

Unit: mm

Precise Metal-brush Motor   WEIGHT: 11g(APPROX)

Performance Range 

Voltage:  3-9VDC. Electric Lock and Safe  

Speed: 5000-15000rpm Vibrator and massager  

Torque: 2-25g.cm Health and Beauty Care 

 ET-DCM1618F

Typical Applications

ETONM MOTOR
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ISO M2.0✕0.4 TAPPED HOLE
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motor mounting surface.
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8.0V

SPEED CURRENT SPEED CURRENT TORQUE OUTPUT TORQUE CURRENTMODEL

VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

2~8 7V DC 10400 0.046 8440 0.20 0.83 8.5 0.73 4.41 45 0.85

ET-D  M1627F-09250 5.0~11.5 8V DC 8100 0.023 6610 0.10 0.63 6.4 0.44 3.43 35 0.45

ET-D  M1627F-11170

C

C

C ET-D  M1627F-09250C

ETONM MOTOR CO., LIMITED www.etonm.com      info@etonm.com       0086-755-84019605 

WEIGHT : 18g (APPROX)

Unit: mm

Precise Metal-brush Motor   WEIGHT: 18g(APPROX)

Performance Range 

Voltage:  3-24VDC: . Home and Office Automation  

Speed: 3000-18000rpm Precise Equipment  

Torque: 5-55g.cm Safe and Security 

 ET-DCM1627F

Typical Applications

ETONM MOTOR
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2 PLACES
ISO M2.0✕0.4 TAPPED HOLE
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motor mounting surface.
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6.0V

SPEED CURRENT SPEED CURRENT TORQUE OUTPUT TORQUE CURRENTMODEL

VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

3.5~5.5 5V CONSTANT 5400 0.030 4220 0.11 0.56 5.7 0.25 2.55 26 0.38

3~12 7.5V CONSTANT 6100 0.033 4920 0.14 1.06 10.9 0.55 5.49 56 0.57

2.5~10.0 6V CONSTANT 7400 0.050 6060 0.23 1.20 12.3 0.76 6.67 68 1.03

ETONM MOTOR CO., LIMITED www.etonm.com      info@etonm.com       0086-755-84019605 

ET-D  M2125F-11340C

ET-D  M2125F-14230C

ET-D  M2125F-11340C

ET-DC M2125F-11340C ET-DC M2125F-14230C

WEIGHT : 25g (APPROX)

Unit: mm

Carbon-brush Motor   WEIGHT: 24g(APPROX)

Performance Range 

Voltage:  2.5-15VDC: . Home and Office Automation  

Speed: 3000-20000rpm Automobile and Mecial System  

Torque: 1.5-15g.cm. Beauty and Health Care 

 ET-DCM2125F

Typical Applications

ETONM MOTOR
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SPEED CURRENT SPEED CURRENT TORQUE OUTPUT TORQUE CURRENTMODEL

VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

ET-D  M2132F-2852 1~3 2.4V CONSTANT 8100 0.15 6850 0.82 1.82 18.6 1.30 11.8 120 4.50

1~3 2.4V CONSTANT 7700 0.13 6500 0.70 1.56 15.9 1.06 10.0 102 3.80

ETONM MOTOR CO., LIMITED www.etonm.com      info@etonm.com       0086-755-84019605 

C

ET-DC M2132F-2657CET-DC M2132F-2852C

6.0~12.0 4100 0.028 2900 0.071 0.21 2.1 0.062 0.74 7.6 0.18

3~7.2 3700 0.025 3200 0.17 0.69 7.0 0.23 6.17 63 0.684.5V DC

12V DCET-D  M2132F-10320C

ET-D  M2132F-2657C

ET-D  M2132F-14210C

WEIGHT : 32g (APPROX)

Unit: mm

Carbon-brush Motor   WEIGHT: 32g(APPROX)

Performance Range 

Voltage:  1.5-15VDC: . Home and Office Automation  

Speed: 2500-20000rpm Banking and Vending System  

Torque: 2-25g.cm Equipment 

 ET-DCM2132F

Typical Applications

ETONM MOTOR
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SPEED CURRENT SPEED CURRENT TORQUE OUTPUT TORQUE CURRENTMODEL

VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

2.8~7.0 3.9V CONSTANT 4400 0.021 3520 0.084 0.47 4.8 0.17 2.35 24 0.34

WEIGHT : 22g (APPROX)

ETONM MOTOR CO., LIMITED www.etonm.com      info@etonm.com       0086-755-84019605 

ET-D CM2513R-10390

ET-D  M2513R-10390C

C

0.7~4.5 2V CONSTANT 2200 0.018 1600 0.055 0.27 2.7 0.05 1.18 12 0.17

1.5~4.5 2V CONSTANT 3300 0.025 2700 0.087 0.29 3.0 0.08 1.67 17 0.35

1.0~6.0 3V CONSTANT 2900 0.010 2200 0.060 0.25 2.5 0.06 1.27 13 0.15

ET-D  M2513R-11440C

ET-D  M2513R-13300C

ET-D  M2513R-09550C

Unit: mm

Precise Metal-brush Motor   WEIGHT: 22g(APPROX)

Performance Range 

Voltage:  1.5-24VDC: . CD and DVD Player  

Speed: 1500-6000rpm Air Freshener Dispenser  

Torque: 2-20g.cm Massager 

 ET-DCM2513R

Typical Applications

ETONM MOTOR
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VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

1~6 2.5V CONSTANT 2800 0.017 2190 0.061 0.32 3.3 0.073 1.47 15 0.22

WEIGHT : 29g (APPROX)

ETONM MOTOR CO., LIMITED www.etonm.com      info@etonm.com       0086-755-84019605 

ET-D CM2520R-11440C

ET-D  M2520R-11440C

Unit: mm

Precise Metal-brush Motor   WEIGHT: 32g(APPROX)

Performance Range 

Voltage:  2-9VDC: . Home and Office Automation  

Speed: 800-6000rpm Banking and Vending System  

Torque: 1-10g.cm Equipment 

 ET-DCM2520R

Typical Applications

ETONM MOTOR
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8.0V

SPEED CURRENT SPEED CURRENT TORQUE OUTPUT TORQUE CURRENTMODEL

VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

3~12 12V CONSTANT 5600 0.026 4840 0.17 2.48 25.3 1.25 18.3 187 1.06

4~12 8V CONSTANT 2400 0.015 1970 0.069 1.57 16.0 0.32 8.82 90 0.32

WEIGHT : 51g (APPROX)

ETONM MOTOR CO., LIMITED www.etonm.com      info@etonm.com       0086-755-84019605 

ET-D  M2531R-15370C

ET-D  M2531R-12560C

ET-D CM2531R-15370C ET-D CM2531R-12560C

Unit: mm

Precise Metal-brush Motor   WEIGHT: 51g(APPROX)

Performance Range 

Voltage:  3-24VDC. Office Automation  

Speed: 2500-10000rpm Health and Beauty Care  

Torque: 10-200g.cm. Automobile 

 ET-DCM2531R

Typical Applications

ETONM MOTOR
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SPEED CURRENT SPEED CURRENT TORQUE OUTPUT TORQUE CURRENTMODEL

VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

12~32 24V CONSTANT 19600 0.22 16860 1.35 13.1 134 23.2 93.8 956 8.30

9~24 20V CONSTANT 17200 0.20 14420 1.04 9.49 96.7 14.3 58.8 599 5.40

WEIGHT : 70g (APPROX)

ETONM MOTOR CO., LIMITED www.etonm.com      info@etonm.com       0086-755-84019605 

ET-D  M2838RTP-2270C

ET-D  M2838RTP-2073C

ET-DC M2838RTP-2270C ET-DC M2838RTP-2073C

Unit: mm

Carbon-brush Motor   WEIGHT: 70g(APPROX)

Performance Range 

Voltage:  9-36VDC: . Home and Office Automation  

Speed: 2000-15000rpm Banking and Vending System  

Torque: 50-1000g.cm. Equipment and Apparatus 

 ET-DCM2838RP

Typical Applications

ETONM MOTOR
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SPEED CURRENT SPEED CURRENT TORQUE OUTPUT TORQUE CURRENTMODEL

VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

1.5~9.0 5V CONSTANT 3100 0.026 2540 0.12 1.23 12.6 0.33 6.86 70 0.54

1.5~12.0 6V CONSTANT 2700 0.020 2180 0.084 1.13 11.6 0.26 5.88 60 0.35

WEIGHT : 45g (APPROX)

Unit: mm

ETONM MOTOR CO., LIMITED www.etonm.com      info@etonm.com       0086-755-84019605 

ET-D  M3220R-14415C

ET-D  M3220R-12560C

ET-D CM2520R-144150C ET-D CM2520R-12560C

Precise Metal-brush Motor   WEIGHT: 45g(APPROX)

Performance Range 

Voltage:  1.5-6VDC: . Air Freshener Dispenser  

Speed: 1800-3700rpm Auto Soap Dispenser  

Torque: 10-70g.cm  

 ET-DCM3220R

Typical Applications

ETONM MOTOR
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SPEED CURRENT SPEED CURRENT TORQUE OUTPUT TORQUE CURRENTMODEL

VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

6~24 12V CONSTANT 6800 0.25 5730 1.34 17.3 176 10.4 110 1121 7.20

12~32 24V CONSTANT 5300 0.10 4390 0.48 15.2 155 6.97 88.3 900 2.32

WEIGHT : 165g (APPROX)

ETONM MOTOR CO., LIMITED www.etonm.com      info@etonm.com       0086-755-84019605 

ET-DC M3650RTM-18150C ET-DC M3650RTM-2860C

ET-D  M3650RM-18150C

ET-D  M3650RM-2680C

Unit: mm

Carbon-brush Motor   WEIGHT: 165g(APPROX)

Performance Range 

Voltage:  6.0-36VDC: . Home and Office Automation  

Speed: 1500-12000rpm Garden Appliance  

Torque: 100-2000g.cm. Electric Tool and Equipment 

 ET-DCM3650RM

Typical Applications

ETONM MOTOR
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VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

9~30 12V CONSTANT 4800 0.17 4240 1.30 25.6 261 11.4 221 2253 9.90
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WEIGHT : 222g (APPROX)

ETONM MOTOR CO., LIMITED www.etonm.com      info@etonm.com       0086-755-84019605 

ET-D  M3657RM-3550C

ET-D  M3657RM-2798C

ET-D  M3657RM-3754C

ET-DC M3657RTM-3550C ET-DC M3657RTM-3754C

Unit: mm

Carbon-brush Motor   WEIGHT: 220g(APPROX)

Performance Range 

Voltage: 36-230VDC. Home and Office Automation  

Speed: 1500-18000rpm Banking and Vending System  

Torque: 150-3000g.cm. Electric Tool and Equipment 

 ET-DCM3657RM

Typical Applications

ETONM MOTOR
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motor mounting surface.

SPEED CURRENT SPEED CURRENT TORQUE OUTPUT TORQUE CURRENTMODEL

VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

6~20 18V CONSTANT 18000 2.20 15680 14.8 127 1292 208 981 10000 100

6~20 18V CONSTANT 19500 2.70 17040 18.7 153 1561 273 1216 12396 130

6~18 18V CONSTANT 21000 2.80 18520 20.9 153 1560 296.2 1295 13201 156

WEIGHT : 385g (APPROX)

ETONM MOTOR CO., LIMITED www.etonm.com      info@etonm.com       0086-755-84019605 

ET-D  M4268RM-8016C

ET-D  M4268RM-8514C

ET-D  M4268RM-9013C

ET-DC M4268RTM-8016C ET-DC M4268RTM-8514C

Unit: mm

Carbon-brush Motor   WEIGHT: 385g(APPROX)

Performance Range 

Voltage:  6-230VDC: . Electric Tool/Drill/Saw  

Speed: 1500-20000rpm Banking and Vending System  

Torque: 500-10000g.cm. Printer and Equipment 

 ET-DCM4268RM

Typical Applications

ETONM MOTOR
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